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MPM-05/10/15/20/30-x ST 49

mAC/DC Enclosed MPM-45 / 65 / 90-x[ST) 50
| RS Seriee [RS-35 LRS-50, LRS-75, LRS-100 1 MFM-05/10 /15720 / 30 o1
LRS-150F, LRS-150, LRS-200, LRS-350 2 _ RPS-30, RPS-45, RPS-65, INSSSEEE 52

RS.15 125/ 35 150 175/ 100 /150 a4 Medical  RPSIDIT-60,RPS-120/200, RPS-120/200xC] 53

RD-35/50/65/85/125

RPS/D/T-75, RPS [GJ/IT-160, RPT-160-C 54
RPS-300/400, RPS-300/400-x[-C, 55
RPS-400-x[-TF /[-SH

RPS-500-x|-Cl/ -x[-TFl/ -x[-SF], MPQ-200 56

mAC/DC External Adaptor

GS05E/U-USB, GS06E/U, GS15A/B/E/U 57
GST18A/B/E/U, GST25A/B/E/U, GST36B/E/U 58

GST40A / 60A / 90A / 120A 59

GST160A / 220A / 280A 60

Industrial  SGA12E/U, SGA18E/U, SGA25E/U 61

SGA40E/U/CH, SGABOE/U 62

§ GE12/18/24/30, GE40 63

o GP25A, GP25B, GP50A 64

3 65

<L woistureproof  OWA-60E/U, OWA-90E/U, OWA-120E/U 66

GSMO6/42 E/U, GSM18/25B/E/U 67

GSM36B/E/U, GSMBOE/U, GSM40/60A/B 68

_ GSMI0A/B, GSM120A/B 69
Medical

GSM160A/B, GSM220A/B 70

GEMO061, GEM121, GEM18I 71

GEM301 /401 /1601 72

ESecurity Power Solution

GS SErIeS  oib50/65/85/ 125, RT-50/ 65/ 85 / 125
RQ-50 /65 /85 / 125
SE Series SE-450, SE-600, SE-1000, SE-1500 5
PSP-600, PSPA-1000 6
RSP-75, RSP-100, RSP-150, RSP-200 7
RSP-320, RSP-500 8
QP-150, QP-200, QP-320, LDPC50A 9~10
HRP-75, HRP-100, HRP[GJ-150, 11
Genera) HRPIGI-200/300/ 450 12
HRP[GJ- 600, HRPG-1000 13
HRP-150N / 300N / 600N 14
RSP-750, RSP-1000, RSP-1600, RSP-2000 15
o RSP-1500, RSP-2400, RSP-3000 16
o [ETe=A00], CSP-3000 17
RST-5000, RST-10000 18
UHP-200, UHP-350, UHP-500 19
conduction Hp.750, UHP-1000 20
UHP-1500, UHP-2500 21
Digitalized PHP-3500, DPU-3200 22
Programmable SPV-150, SPV-300 [ENTAIE AR Eurn 2 3
pedundancy ERDN20, ERDN40 24
Medica) MSP-100, MSP-200, MSP-300 25
MSP-450, MSP-600, MSP-1000 26
mDIN Rail Type
HDR-15, HDR-30, HDR-60 27
HDR-100, HDR-150 28
MDR-10 /20 / 40 / 60 / 100 29
SDR-75/ 120 / 240 / 480[P}/ 960 30
NDR-75, NDR-120, NDR-240, NDR-480 31
EDR-75, EDR-120, EDR-150 32
DIN Series WDR:60, WDR-120, WDR-240, WDR-480 33
TDR-240, TDR-480, TDR-960 34
DRA-40, DRA-60 35
DRDN20, DRDN40 36
DBUF20, DBUF40 37
DR-UPS40 38

ICL-16R, ICL-16L, ICL-28R, ICL-28L 39

DRC-40, DRC-60, DRC-100 MeAVPA[l 73
PSC-35-%-C|, PSC60x-C|, PSC-100-%-C], PSC-160x[C| 74

mAC/DC Open Frame

Security ADS-55, AD-55, ADD-55, 75

ADS-155, AD-155, ADD-155

SCP-35, SCP-50, SCP-75 76
X |Power  KNX-20E, KNX=40E 77
§ Actuator KAA-8R, KAA-4R4V 78
mConfigurable Power

NMP650, NMP1K2 79~80

NMS-240, NYREZN
g"o‘?'“'ar MP450, MP650, MP1K0 81~82

eries

MS-75 /150 / 210 / 300 / 360, MD-100

UMP-400 83

RCP-1000, RCP-1U, RCP-1600, RHP-1U 84
19" Rack RCP-2000, RKP-1U[_], RKP-CMU1, 85
Power RKP-1U[_J- CMU1

DRP-3200, DHP-1UT-A, CMU2[_|-R 86

LPS-50/ 75/ 100, LPP-100 / 150 40
PS-05, PD-25, PD-45, PT-45, PT-6503 41
RPD-65, RPT-65, PD-110, PPT-125, PID-250 42
IRM-01-x[S)/ 02-x[S]/03-x(S}/ 05/10/15/20 43

Industrial IRM-30/45/60/90 -x[ST| 44
EPS-15, EPS-25/35, EPS-45S |, EPS-65S 45
EPS-45/ 65-x[-C]/ EPS-120, EPP-120S 46
ELP-75, EPP-100, EPP-150, EPP-200 47
EPP-300, EPP-400, EPP-500 48

mBattery Charger

Portable GC30B/E/U, GC120, GC160, GC220, GC330 87
PA-120, PB-120 88
ENP/ENC-120 / 180 / 240 / 360 89
SBP-001 90
Stationary  PB-300/360/600/1000 ENEINErTINTS 91
RPB-1600, RCB-1600 92
DBU-3200, DBR-3200, DHP-1UT 93

HEP-600C, HEP-1000C 94
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What we see in the future 141~142

mDC/AC Inverter MEAN WELL Virtual Expo 143

) 7S-200 /400 /700/1000 95 Other Power Catalogs 144

R S-1500/ 3000 MENSN %6 General Information 145
97

TN-1500, TN-3000

Vs

~

Modified Sine A301, A302 98 : New Announced I : Coming Soon
I : New Product within 2 Years [l : Supplementary Information
mSpecific Purpose o
: The Premium Series
HEP-100, HEP-150 99
Harsh HEP-185. HEP-240 100 @ : The Best Cost-Performance Series
< J N J
Environment HEP-320, HEP-480 101
LED Sign Panel LSP-160, UHP-200A, LHP-200 103 Type e T Page
Rainproof ERP-200, ERP-350, ERPF-400 104 PSPA-1000 6
PFC / General | HRP all models 1~12
mDC/DC Converter e HRP(G)-600, HRPG-1000 13
SD-15, SD-25, SD-50, SD-100 105 Enclosed P’°fﬂ“§?”‘j’b'e ;Zi'ﬁoo o 25222 .
edical all models ~
Enclosed SD-150, SD-200, SD-350, SD-500, SD-1000 106 N SDR-75/ 120/ 240 1 480(P]/ 960 30
RSD-30, RSD-60, RSD-100, RSD-150 107 WDR.60/ 120 240 ] 480 3
RSD-200, RSD-300, RSD-500 108 G
DDR-15, DDR-30, DDR-60 109 External Adaptor Adaptor | OWA all models 66
DIN Series DDR-120, DDR-240, DDR-480 110 Configurable Power Modular | NMP-650 / 1K2 79~80
DDRH-60 111 19" Rack Power 1U Front End | DRP-3200 86
DIP RSDW08, RDDW08, RSDW10, RDDW10 112 DC/DC Converter Enclosed | RSD all models 107~108
Railway Sy g RSDW20, RDDW20, RSDW20UW, RDDW20UW 113
redioay | SIP_ MDSO1, MDDO1, MDS02, MDD02 115 Type — TR Page
2"x1"  MDS15, MDS20 116 LRS All models 1~2
SV SMTO1, SBTNO1, SFTNO1 117 G3 RS-15/ 25 3
DETNO1, SETNO2, DETNO2 118 SE SE-450 / 600 / 1000 / 1500 5
SMUO1, SMU02, SPUO1, DPUOT 19 PFC/ Generel Ezi-jg(/)wm 150/ 200/ 320/ 500 7?8
SIEUING2, BRuNG2, SPUo3 120 RSP-750 / 1000 / 1600 / 2000 15
SIP  SPRNO, DPRNO1, SPAO 121 e prorrCl o RSP-2400, 3000 6
SPAN02, DPANO2, SPB0Y, DPBO09 122 chane RST-5000 / 10000 18
SPBW03, DPBW03, SPBW06, DPBW06 123 PFC / U-bracket| UHP-200 / 350 / 500 19
SRS, SUS01, SMA01 124 HDR-15/30/60/100/ 150 27~28
— 5  SLC03,DLCO3, SCWNO3, DCWNO3 125 L"gg;g /’ 1230/ /42 4/06/04’8:)00 gf
g SCWNO06, DCWNO06, SCW08, DCW08 126 DIN EDR:75/120/150 2
G SCW12, DCW12, SCW20 127 TDR.240] 4801 960 “
E SKMWO06, DKMWO6, SKM10, DKM10 128 DRA0 / 60 %
c 1"x1"  SKM15, SKMW15, DKMW15 129 IRM all models 43~44
SKMW20, DKMW20, SKMW30, DKMW30 130 Industrial | EPS-15/25/35/45/455 /65/65S /120, 45~46
1" SLWO05, DLWO05, SKE10, DKE10 131 EPP all models 47~48
SKA15, DKA15 132 MPM all models 49~50
SKA20, SKM30, SKM50 133 o é\nC/FDrgme MFM-05 /10 / 15 / 20 / 30 51
sugon  OKE15, DKETS 134 P RPS-30/45/65, RPS-60/65 5
X SDM30, DKA30, TKA30 135 Medical | RPS-120/120S/200-x[-C]
RPS/D/T-75, RPS/T-160,
_ SKA40, SKAG0 136 A 54
Brick  MHB75, MHB100, MHB150 137 RPS-3001 400 1500 ) 5556
PCB PSD-15, PSD-30, PSD-45 138 ACIDC
on NSD05/10-S, NSD10-D, NSD15-S/D 139 | External Adaptor | Mdustrial | GST all models 56~60
Board NID35, NID65, NID100 140 Securit
mA - e B Security | PSC-35/60 /100 / 160 x-C 74
ccessoriles
ENP/ENC-120 / 180 / 240 / 360 89
DRL-01/02/03A, DRP-01/01A/02/03/ 04 146 BaEY | ionary | RCB-1600 %
Accessories MHS012/013/014/025/026 / 027 arger DBR-3200 93
TBC-05/07 /08 /09, DH12A40V DC/DC Converter DIN DDR-15 /30 /60 / 120 / 240 109~111




Enclosed-LRS Series

35~100W Low Profile

MW

MEAN WELL

M Features

® No load power consumption <0.2W for 35W/50W;

<0.3W for 75W/100W

® Universal AC input / Full range

® Withstand 300VAC surge input for 5 seconds

e Ultra compact and 1U low profile

® Withstand 5G vibration test

* High operating temperature up to 70°C

® Protections: Short circuit / Overload / Over voltage

® Cooling by free air convection

® Compliance to IEC/EN60335-1(PD3) and
IEC/EN61558-1,-2-16 for household appliances

® Operating altitude up to 5000 meters

® High efficiency, long life and high reliability

® LED indicator for power on

LRS-100 LRS-75 LRS-35/50 ® | ow cost
® 3 years warranty
B General Specification [@ &VEH[ 3\ PNE @CB C€
(12V,24V only)
Model No. LRS-35 LRS-50 LRS-75 LRS-100
AC input voltage range 85~264VAC ; 120~370VDC
AC inrush current (max.) Cold start, 45A at 230VAC 65A at 230VAC 50A at 230VAC

DC adjustment range

+10% by potentiometer

Overload Range 110%~150%

protection Type Hiccup mode, auto-recovery

Over vo_Itage Range 115%~135% rated output voltage

protection Type Shut down o/p voltage, re-power on to recover

Withstand voltage

|/P-O/P: 4kVAC, I/P-FG: 2kVAC, O/P-FG: 1.25kVAC, 1 minute

Working temperature

-30~+70°C (refer to output derating curve)

Safety standards

EAC TP TC 004, AS/NZS 60950.1 approved

UL62368-1, IEC/EN62368-1, IEC/EN61558-1, EN61558-2-16, IEC/EN60335-1, CCC GB4943, BSMI CNS14336-1,

EMC standards

EN55032 class B, EN55014, EN61000-3-2, 3, EN61000-4,2,3,4,5,6,8,11, GB9254, CNS13438

Connection

5P/9.5mm pitch terminal block

7P/9.5mm pitch terminal block

Dimension (LxWxH) (mm) 99x 82x 30 \ 99x 97x 30 129x 97x 30

W 35W LRS-35 H75W LRS-75
Model No. Output Tol. R&N Effi. Model No. Output Tol. R&N Effi.
LRS-35-5 5V, 0~7A +2% 80mvV  82.0% LRS-75-5 5V, 0~14A +2%  100mV  86.5%
LRS-35-12 12V, 0~3A +1%  120mV  86.0% LRS-75-12 12V, 0~6A +1%  120mV  89.0%
LRS-35-15 15V, 0~2.4A 1%  120mV  86.0% LRS-75-15 15V, 0~5A 1%  120mV  89.0%
LRS-35-24 24V, 0~1.5A 1%  150mV  88.0% LRS-75-24 24V, 0~3.2A +1%  150mV  90.0%
LRS-35-36 36V, 0~1A +1%  200mV  88.0% LRS-75-36 36V, 0~2.1A +1%  200mV  91.5%
LRS-35-48 48V, 0~0.8A +1%  200mV  89.0% LRS-75-48 48V, 0~1.6A +1%  200mV  91.5%

W 50W LRS-50 W 100W LRS-100
Model No. Output Tol. R&N Effi. Model No. Output Tol. R&N Effi.
LRS-50-3.3 3.3V, 0~10A +3% 80mvV  80.0% LRS-100-3.3 3.3V, 0~20A +3%  100mV  84.5%
LRS-50-5 5V, 0~10A +2% 80mvV  83.0% LRS-100-5 5V, 0~18A +2%  100mV  86.0%
LRS-50-12 12V, 0~4.2A +1%  120mV  86.0% LRS-100-12 12V, 0~8.5A +1%  120mV  88.0%
LRS-50-15 15V, 0~3.4A 1%  120mV  88.0% LRS-100-15 15V, 0~7A +1%  120mV  88.5%
LRS-50-24 24V, 0~2.2A +1% 150mV. 88.0% LRS-100-24 24V, 0~4.5A 1% 150mV 90.0%
LRS-50-36 36V, 0~1.45A 1%  200mV  89.0% LRS-100-36 36V, 0~2.8A +1%  200mV  90.5%
LRS-50-48 48V, 0~1.1A 1%  200mV. 90.0% LRS-100-48 48V, 0~2.3A +1%  200mV  91.0%




Enclosed-LRS Series

MW

150~350W Low Profile

LRS-350

LRS-200

LRS-150/LRS-150F

B Features
® No load power consumption <0.5W for 150W;

<0.75W for 200W/350W
® AC input selectable by switch
(LRS-150F Universal AC input / Full range)
® Withstand 300VAC surge input for 5 seconds
® Ultra compact and 1U low profile
® Withstand 5G vibration test
* High operating temperature up to 70°C
® Protections: Short circuit / Overload / Over voltage / Over temp.
® Cooling by free air convection (150W/200W);
forced air cooling by built-in DC fan (350W)
® Compliance to IEC/EN60335-1(PD3) and
IEC/EN61558-1,-2-16 for household appliances (150W)
® Operating altitude up to 5000 meters
® LED indicator for power on
® High efficiency, long life and high reliability
® | ow cost
® 3 years warranty

B General Specification (Please refer to www.meanwell.com for detail spec.)

Model No.

LRS-150F

LRS-150

LRS-200 LRS-350

AC input voltage range

85~264VAC; 120~370VDC

115/ 230VAC by switch

AC inrush current (max.)

Cold start, 60A at 230VAC

DC adjustment range

+10% by potentiometer

Overload Range 110%~140%

protection Type Hiccup mode, auto-recovery

Over voltage | Range 115%~145% rated output voltage

protection Type Shut down o/p voltage, re-power on to recover

Withstand voltage

I/P-O/P: 4kVAC, I/P-FG: 2kVAC, O/P-FG: 1.25kVAC

I/P-0/P: 3kVAC, I/P-FG: 2kVAC, O/P-FG: 0.5kVAC

Working temperature

-30~+70°C (refer to output derating curve)

-25~+70°C (refer to output derating curve)

Safety standards

UL62368-1, IEC/EN62368-1, IEC/EN61558-1,
EN61558-2-16, IEC/EN60335-1, CCC GB4943, BSMI
CNS14336-1, EAC TP TC 004, AS/NZS60950.1 approved

UL62368-1, BSMI CNS14336-1, EAC TP TC 004 approved

EMC standards

EN55032 class B, EN55014, EN61000-3-2(120W), 3,
EN61000-4,2,3,4,5,6,8,11, GB/T 9254, EAC TP TC 020,

BSMI CNS13438

EAC TP TC 020, BSMI CNS13438,
Design refer to EN55032 class A

Connection

7P/9.5mm pitch terminal block

9P/9.5mm pitch terminal block

Dimension (LxWxH) (mm)

159x 97x 30

215x 115x 30

Model No.
LRS-150-12
LRS-150-15
LRS-150-24
LRS-150-36
LRS-150-48

B LRS-150F Series

Model No.
LRS-150F-5
LRS-150F-12
LRS-150F-15
LRS-150F-24
LRS-150F-36

B LRS-150 Series (HL@M&@EH[“““CBCE B LRS-200 Series (mgg | MsSHICBCE
onl /, 24V only)
Output Tol. R&N Effi. Model No. Output Tol. R&N Effi.
12V 0-12.5A 1o, vsomv 87 5% LRS-200-3.3 3.3V, 0~40A +3% 150mV  83.0%
’ : = m o LRS-200-4.2 4.2V, 0~40A +4% 150mV  86.0%
15V, 0~10A +1% 150mV  88.5% LRS-200-5 5V, 0~40A +3% 150mV  87.0%
24V, 06.5A w1y 200mV 890 LRS-200-12 12V, 0~17A +1.5%  150mV  87.5%
e =0 m o LRS-200-15 15V, 0~14A 1% 150mV 88.0%
36V, 0~4.3A +1% 200mV  89.0% LRS-200-24 24V, 0~8.8A +1% 150mV  89.5%
48V, 0-3.9A 1o, S00my 90,04 LRS-200-36 36V, 0~5.9A +1% 200mV 89.5%
e = m e LRS-200-48 48V, 0~4.4A +1% 200mV 90.0%
SN B LRS-350 Series Wi .. MsSHICBCE
A only)
Output Tol. R&N Effi. Model No. Output Tol. R&N Effi.
LRS-350-3.3 3.3V, 0~60A +4% 150mV  79.5%
5V, 0~22A +29 100mV  85.09 :

& m & LRS-350-4.2 4.2V, 0~60A +4% 150mV 81.5%

120 W 2 Ey e LRS-350-5 5V, 0~60A £3%  150mV  83.5%
15V, 0~10A +1% 150mV  89.0% LRS-350-12 12V, 0~29A +1.5%  150mV  85.0%
24V, 0~6.5A £1% 200mV 89.0% LRS-350-15 15V, 0~23.2A +1% 150mV  86.0%
LRS-350-24 24V, 0~14.6A +1% 150mV  88.0%

36V, 0~4.3A +19 200mV  89.09 ’

& m & LRS-350-36 36V, 0~9.7A +1% 200mV 88.5%

48, 0~3.3A 1% 200mV  90.0% LRS-350-48 48V, 0~7.3A £1%  200mV  89.0%

LRS-150F-48




Enclosed-G3 Series i reliability Compact

MW

MEAN WELL

RS-150

RS-100 RS-75

RS-50
RD/ID/T/Q-125 RD/ID/T/Q-85 RD/ID/T/Q-65 RD/ID/T/Q-50

W Features

® No load power consumption <0.5W (RS-15~75)
* All using 105°C long life electrolytic capacitors
® Protections: Short circuit / Overload /

Over voltage / Over Temp.(RS-15)
® Meet EMS EN50082-2/EN61000-6-2 heavy

B El industry level (35~150W)
! s W * Withstand 300VAC surge input for 5 sec.
— - ® High operating temperature up to 70°C
® Withstand 5G vibration test
RS 35 @ @ ® Miniature size
g e . ® Long life and high reliability

® | ED indicator for power on

B General Specification (Please refer to www.meanwell.com for detail Spec.)  (gs. 15125 b RT R0

e Suitable for critical applications

® 3 years warranty
e Ml @ HICBCE
) (RS-15, 25, 50 only)

RS-35 RS-50 RS-75 RS-100 RS-150
Model No. RS-15 RS-25 RD-35 RD/ID/T/Q-50 RD/ID/T/Q-65 RD/ID/T/Q-85 RD/ID/T/Q-125
AC input voltage range | Soo200 190, | 88~264VAC, 125~373VDC 3;5,5&, aaovac
. Cold start, 36A at 230VAC (RS-35) | 33A at 230VAC
ACinrush current (max.) | gop ot p30vac | SO @ 230VAC 45p a1 230VAC (RD-35)| 48A at 230VAC (RD-50) | 40A 8t 230VAC

DC adjustment range

+10% by potentiometer for single output; CH1 -5%~+10% by potentiometer for multiple output

Overload protection

>105%,

hiccup mode 110%~180%

110%~150% hiccup mode, auto-recovery (150% ~190% for RID-125-1205/2405)

Over voltage protection

115%~135%, shut off

115%~135% rated output voltage, hiccup mode, auto-recovery

Withstand voltage

I/P - O/P: 3kVAC, I/P - FG: 2kVAC, O/P - FG: 0.5kVAC, 1 minute

Working temperature

-20~+70°C

-25~+70°C (refer to the derating curve for different models)

Vibration 10~500Hz, 5G 10min. /1 cycle, period for 60 min. each along X, Y, Z axes
Safety standards UL62368-1, TUV EN62368-1, CCC GB4943(RS-15, 25, 50 only), EAC TP TC 004, BSMI CNS14336-1(RS-15/25, RD,RT, RQ only) approved
ENC standards EN55032 class B, EN61000-3-2,3, EN61000-4-2,3,4,5,6,8,11, EN61000-6-2 (EN50082-2) (35~150W), GB17625.1,
EAC TP TC 020; GB9254 for RS-15, 25, 50 only
Connection Terminal block for input and output
Dimension (LxWxH)(mm) |62.5x 51x 28 | 78x 51x 28 | 99x 82x 36 | 99x 97x 36 (129x98x 38 |159x 97x 38 | 199x 98x 38
— Sj RS-50-15 15V, 0~3.4A +1Y% 120mV 86.0%
W 15W — Single Output RS-50-24 24V, 0~2.2A £1% 120mV 88.0%
Model No. Output Tol. R&N Effi. RS-50-48 48V, 0~1.1A +1% 200mV 89.0%
RS-15-3.3 3.3V, 0~3.0A +3% 80mV 72% o
RS-15-5 5V, 0~3.0A +2% 80mV 7% M 75W — Single Output
RS-15-12 12V, 0~1.3A +1% 120mV 81% Model No. Outout Tol. R&N Effi
RS-15-15 15V, 0~1.0A 1%  120mV 81% o S b .
% % RS-75-3.3 3.3V, 0~15A +3% 80mV 75.0%
RS-15-24 24V, 0~0.625A +1% 200mV 82% N 0 K
RS-15-48 48V,0-0313A  +1%  200mV  82% RS-75-9 oV, 0~124 2% somv - 79.0%
o e o RS-75-12 12V, 0~6.0A +1% 120mV 84.5%
M 25W — Single Output RS-75-15 15V, 0~5.0A +1% 120mV 86.0%
RS-75-24 24V, 0~3.2A +1% 120mV 88.5%
Model No. Output Tol. R&N Effi. RS-75-48 48V, 0~1.6A +1% 200mV 89.5%
RS-25-3.3 3.3V, 0~6.0A +3% 80mV 73.5% ]
RS-25-5 5V, 0~5.0A +2% 80mV 78.5% H 100W — Single Output
RS-25-12 12V, 0~2.1A +1% 120mV 81.5% _
RS-25-15 15V, 0~1.7A +1% 120mV 83.5% Model No. Output Tol. R&N Effi.
RS-25-24 24V, 0~11A +1% 120mV 86.0% RS-100-3.3 3.3V, 0~20A +3% 80mV 74%
- - ~ [ 0,
RS-25-48 . 48V, 0~0.57A +1% 200mV 85.0% o 5V, 0~16A - oy 2o
M 35W — Single Output RS-100-12 12V, 0~8.5A +1% 120mV 81%
Model No. Gutpt Tol. R&N Effi. RS-100-15 15V, 0~7.0A +1% 120mv 82%
RS-35-3.3 3.3V, 0~7.0A +3% 80mV 76.5% RS-100-24 24V, 0~4.5A +1% 120mV 84%
RS-35-5 5V, 0~7.0A +2% 80mV 80.5% RS-100-48 48V, 0~2.3A +1% 200mV 84%
RS-35-12 12V, 0~3.0A +1% 120mV 84.5% _
RS-35-15 15V, 0~2.4A +1% 120mV 86.0% M 150W — Single Output
Egggig igx 8”;'22 ﬂ:f’ ;ggmx gggz’ Model No. Output Tol. R&N Effi.
s T = m o RS-150-3.3 3.3V, 0~30A +3% 80mV 74%
M 50W — Single Output RS-150-5 5V, 0~26A +2% 80mV 78%
Model No. S D Tol. R&N Effi. RS-150-12 12V, 0~12.5A +1% 120mV 83%
RS-50-3.3 3.3V, 0~10A +3% 8omV 78.0% RS-150-15 15V, 0~10A 1% 120mv 84%
RS-50-5 5V, 0~10A +29 80mV 83.0% RS-150-24 24V, 0~6.5A +1% 120mV 86%
RS-50-12 12V, 0~4.2A +1% 120mV 84.5% RS-150-48 48V, 0~3.3A +1% 200mV 86%




Enclosed-G3 Series

l 35W — Dual Output M 50W — Quad Qutput (RT-50 without -5V or -12V output)
Model No. Output Tol. R&N Effi. Max. Model No. Output Tol. R&N Effi.  Max.
RD-35A 5V, 0~4.0A +2% 8OmV  79%  32W RQ-508 5V, 0~6.0A +2% 80mV  74%  46W

12V, 0~1.0A +6% 120mV 12V, 0~1.5A +6% 120mV
RD-35B 5V, 0~4.0A +2% 80mV  82%  35W -5V, 0~1.0A +3% 100mV
24V, 0~1.3A £5%  120mV -12V, 0~1.04 =00 80mv
~ 0, 0,
RD-3513 13.5V, 0~2.0A £4%  120mV 80%  35W Roene B 2% St TE B
~ 0,
13,5V, 0~1.5A £4%  120mV 15V, 0~1.5A 405 120mv
-5V, 0~1.0A +3% 100mV

W 50W — Dual Output (Output isolated for RID-50A/B) 15V, 0~1.0A +3% 80mV
Model No. Output Tol. REN  Effi  Max. el Sl U= = STl ekl
RD-50A 5V, 0~6.0A £2%  80mV  79%  54W 12V, 0~1.54 6% 120mV

. o _EO
12V, 0~3.0A £7%  120mV ?gg 1'32 +”’3'°/5A’ 1:2”‘3
- ~1. *
RD-50B 5V, 0~6.0A +2% 80mV  80%  54W ’ ’ m
24V, 0~2.0A +8% 120mV M 65W — Quad Qutput (RT-65 without -5V or -12V output)
B 65W — Dual Output (Output isolated for RID-65A/B) Model No. Output Tol. RGN  Effi.  Max.
— ~ +920 0
Model No. Output Tol. R&N Effi.  Max. HeHEE 121’/2 2'22 9;2 A’SO/ égmz )
,0~3. +9%, - m
RD-65A 5V, 0~8.0A +2% 80mV  78%  66W o
-5V, 0~1.0A +5% 80mV
12V, 0~4.0A +6% 120mV K
RD-65B 5V, 0~8.0A +2% 80mV 77%  68W 12V, 0-1.08 =5% somV
e e ° RQ-65C 5V, 0~8.0A +2% 80mV  76% 65W
20, DBl i L 15V, 0~3.0A +10%, -4%  120mV
, U~3. 0, -470
W 85W — Dual Output (Output isolated for RID-85A/B) -5V, 0~1.0A +5% 80mV
Model N Output Tol REN  Effi. M PR 5% 8omv
oder 0. Hied ok Lo e RQ-65D 5V, 0~8.0A +29% 80mV  78%  68W
RD-85A 5V, 0~10A +2% 80mV  78%  88W 12V, 0~3.0A 26, 120mV
, UTO. T0
~ 0
12V, 0~5.0A +5% 120mV 2 G 289, 180mV
- ~ 0, 0,
RD-85B 5V, 0~10A +2% 80mV  80%  88W 12V, 0~1.0A 5% —_—
24V, 0~2.5A +5% 120mV -
85W — Quad Output (RT-85 without -5V or -12V output)
B 125W — Dual Output Q P
Model No. Output Tol. R&N Effi.  Max.
Model No. Output Tol. R&N Effi.  Max. RQ-85B 5V, 0~10A +29, 80mvV  76% 81W
RD-125A 5V, 0~15A +5% 8OmV  82% 131W 19V 0~4.0A 7% 3% 120mV
12V, 0~10A +7% 120mV -5V, 0~1.0A +8% 100mV
RD-125B 5V, 0~10A 5% 80mV 85% 133W -12V, 0~1.0A +5% 80mV
24V, 0~5.0A +7%  120mV RQ-85C 5V, 0~10A +2% 80mvV  77% 83W
i~ o _70
B 125W — Dual Output (output isolated for RID-125) 15, D= el it A
_ -5V, 0~1.0A +8% 100mV
Model No. Output Tol. R&N Effi.  Max. 15V, 0~1.0A +5% 80mV
RD-125-1224 12V, 0~7.0A +2% 120mV  85% 133W RQ-85D 5V, 0~10A £2% somv  78%  84W
24V, 0~5.0A +8%, -5%  200mV 12V, 0~4.0A 7%, -3%  120mV
RD-125-2412 24V, 0~5.0A +2% 200mV 85% 133W 24V, 0~1.5A +8% 150mV
12V, 0~7.0A £10%  120mV -12V, 0~1.0A AL 80mv
RD-125-1248 12V, 0~7.0A +2% 120mV  86% 138W M 125W — Quad Output (RT-125 without -5V or -12V output)
48V, 0~2.5A +8%, -5%  240mV Model No. Output Tol. R&N Effi.  Max.
RD-125-4812 48V, 0~2.5A +2% 240mV 86%  138W RQ-125B 5V, 0~12A +2% 80mV  79%  120W
12V, 0~7.0A £10%  120mV 12V, 0~4.5A +8%,-3%  120mV
5V 0~ % -10%  80mV
RD-125-2448 24V, 0~4.0A +1% 200mV  86%  144W 5, 0~1.0A il
-12V, 0~1.0A +5% 80mV
~ 0,
ity U2 Sufy 2y RQ-125C 5V, 0~12A +2% 80mV  80% 123w
RD-125-4824 48V, 0~2.5A +1% 240mV 86%  144W 15V, 0~4.0A +8%, -3%  120mV
24V, 0~4.0A +8% 240mV -5V, 0~1.0A +6%, -10%  80mV
RID-125-1205 12V, 0~10.5A £%  120mV  80% 125W -15V, 0~1.0A 5% 80mV
RQ-125D 5V, 0~12A +29% 80mV  82% 124W
5V, 0~3.0A +3% 80mV S ° ’
12V, 0~4.0A +8%, -3%  120mV
RID-125-2405 24V, 0~5.3A +2% 120mV  83% 125W 24V, 0-2.5A 5% 150mV

5V, 0~3.0A +3% 80mV -12V, 0~1.0A +5% 80mV




Enclosed-SE Series 4so-1500w single output
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SE-1500 SE-1000

B General Specification (Please refer to www.meanwell.com for detail spec.)

M Features
® AC input selectable by switch (SE-600/1000)

AC input 180~264VAC only (SE-1500)
® Protections:

Over temperature

® 2 years warranty

Short circuit / Overload / Over voltage /

® Forced air cooling by built-in DC fan

® Built-in remote sense function

® DC OK, remote ON/OFF control (SE-1000/1500)
® | ED indicator for power on

SNl CBCE

Model No.

SE-450

SE-600

SE-1000

SE-1500

AC input voltage range

115/230VAC by switch

180~264VAC

AC inrush current (max.)

Cold start, 55A at 230VAC

\ Cold start, 60A at 230VAC ‘Cold start, 55A at 230VAC

Cold start, 60A at 230VAC

DC adjustment range

+10% rated output voltage

Overload Range

105%~150%

\ 105%~125%

protection | Type

Shut down o/p voltage, re-power on to recover

Over voltage protection

115%~145%

‘ 115%~140% Shut down o/p voltage, re-power on to recover

Withstand voltage

I/P-O/P: 3kVAC, I/P-FG: 1.5kVAC,
O/P-FG: 0.5kVAC

I/P-O/P: 3kVAC, I/P-FG:
2kVAC, O/P-FG: 0.5kVAC

I/P-O/P: 3kVAC, I/P-FG:
1.5kVAC, O/P-FG: 0.5kVAC

Working temperature

-10~+60°C

-20~+60°C (refer to output derating curve)

-20~+70°C

Safety standards

UL62368-1, EAC TP TC 004, BSMI CNS14336-1 approved

EMC standards

EN55032 class B, EN61000-3-2,3,

EN61000-4-2,3,4,5,6,8,11

Design refer to EN55032 class B

Connection

9P/11mm pitch terminal block with cover

Terminal block with cover for input and output (SE-1000/1500: bus bars for output)

Dimension (LxWxH)(mm)

225x 124x 50

247x 127x 63.5

|278x 127x 63.5

278x 177.8x 63.5

W 450w
Model No. Output Tol. R&N
SE-450-3.3 3.3V, 0~75A +3% 200mV
SE-450-5 5V, 0~75A +3% 200mV
SE-450-12 12V, 0~37.5A +1% 200mV
SE-450-15 15V, 0~30A +1% 200mV
SE-450-24 24V, 0~18.8A +1.5% 200mV
SE-450-36 36V, 0~12.5A +1% 200mV
SE-450-48 48V, 0~9.4A +1% 200mV

W 600W
Model No. Output Tol. R&N
SE-600-5 5V, 0~100A +2% 150mV
SE-600-12 12V, 0~50A +1% 150mV
SE-600-15 15V, 0~40A +1% 150mV
SE-600-24 24V, 0~25A +1% 150mV
SE-600-27 27V, 0~22.2A +1% 150mV
SE-600-36 36V, 0~16.6A +1% 200mV
SE-600-48 48V, 0~12.5A +1% 200mV

SE-450 B 1000W
Effi. Model No.
74% SE-1000-5
8% SE-1000-9
830
& SE-1000-12

84%
SE-1000-15

86%
SE-1000-24

86%
550, SE-1000-48

SE-600 B 1500W
Effi. Model No.
78% SE-1500-5
83% SE-1500-12
84%

SE-1500-15
87%

SE-1500-24
87%
870 SE-1500-27
88% SE-1500-48

QOutput Tol.
5V, 0~150A +1%
9V, 0~100A +1%

12V, 0~83.3A +1%
15V, 0~66.7A +1%
24V, 0~41.7A +1%
48V, 0~20.8A +1%

Output Tol.
5V, 0~300A 2%
12V, 0~125A +1%
15V, 0~100A +1%
24V, 0~62.5A +1%
27V, 0~55.6A +1%
48V, 0~31.3A +1%

SE-1000
RE&N Effi.
150mV 81%
150mV 84%
150mV 85%
150mV 86%
200mV 88%
200mV 89%

SE-1500
R&N Effi.
150mV 81%
150mV 85%
150mV 85%
150mV 87%
150mV 88%
150mV 89%



Enclosed-PFC

MW

600~1000W Single Output

PSP-600

Bl Features
® Universal AC input / Full range

® Built-in active PFC function
® Protections: Short circuit / Overload / Over voltage /
Over temperature
® Forced air cooling by built-in DC fan
* With DC OK Signal output
® Current sharing up to 2400W(PSP-600); 4000W (PSPA-1000)
® Built-in remote ON-OFF control
® Built-in remote sense function
® 3 years warranty (PSP-600)

PSPA-1000 5 years warranty (PSPA-1000)

B General Specification (Please refer to www.meanwell.com for detail spec.)

parie) (B @ c“us()[H[ CB(C¢

PSP-600

Model No.

PSP-600 PSPA-1000

AC input voltage range

88~264VAC ; 124~370VDC 90~264VAC ; 127~370VDC

AC inrush current (max.)

Cold start, 40A at 230VAC

DC adjustment range

+10% rated output voltage -8%~+17% rated output voltage

Overload
protection

Range

105%~135%

Type

Constant current limiting, auto-recovery

Over voltage protection

115%~140% 120%~137%

Withstand voltage

I/P-0O/P: 3kVAC, I/P-FG: 2kVAC, O/P-FG: 0.5kVAC, 1 minute

Working temperature

-20~+60°C (refer to output derating curve) -20~+70°C (refer to output derating curve)

Safety standards

UL62368-1, TUV EN62368-1, EAC TP TC 004, BSMI CNS14336-1 approved; GB4943 approved for PSP-600

EMC standards

EN55032 class B, EN61000-3-2,3, EN61000-4-2,3,4,5,6,8,11, EAC TP TC 020, BSMI CNS13438

Connection

7+8P / 9.5mm pitch terminal block with cover

Dimension (LxWxH)(mm)

170x 120x 93

M 600W PSP-600 I 1000W PSPA-1000
Model No. Output Tol. R&N Effi. Model No. Output Tol. R&N Effi.
PSP-600-5 5V, 0~80.0A +2% 180mV 79%
PSPA-1000-12 12V, 0~80A +2% 150mV 92.0%
PSP-600-12 12V, 0~50.0A +1% 240mV 84%
PSP-600-13.5 13.5V, 0~44.5A 1% 240mV 85% PSPA-1000-15 15V, 0~64A +1.5% 150mV 93.0%
PSP-600-15 15V, 0~40.0A +1% 240mV 85%
PSP-600-24 24V, 0~25.0A +1% 240mV 86% PSPA-1000-24 24V, 0~42A +1% 200mV 93.5%
PSP-600-27 27V, 0~22.2A +1% 240mV 86%
PSPA-1000-48 48V, 0~21A +1% 250mV 94.0%
PSP-600-48 48V, 0~12.5A +1% 300mV 87%
Products — ii We pr!:)\;lde spemflcal\tlon, d.raTW|ng, tesg r(-_:port and
;" O R SEEEliE . Total Solution more information, please visit our web site
— http://www.meanwell.com




Enclosed-PFC

75~200W Low Profile

MW

MEAN WELL

RSP-200

RSP-150

RSP-100 RSP-75

M Features

e Ultra low profile: 30mm

® Universal AC input / Full range

® Built-in active PFC function

® Protections: Short circuit / Overload / Over voltage /

Over temperature (RSP-100/150/200)

® Cooling by free air convection

® Built-in constant current limiting circuit
(RSP-75/100/150)

® Remote ON/OFF control (RSP-75/100/150)

® LED indicator for power on

® 3 years warranty

B General Specification (Please refer to www.meanwell.com for detail spec.)

S NI @IlcBCe

(RSP-150/200 only)

Model No.

RSP-75 RSP-100

RSP-150 RSP-200

AC input voltage range

85~264VAC; 120~370VDC

88~264VAC; 124~370VDC

AC inrush current (max.)

Cold start, 35A at 230VAC ‘ 30A at 230VAC

45A at 230VAC | 40A at 230VAC

DC adjustment range

-5%~+10% rated output voltage

+10% rated output voltage

Overload Range | 105%~135% | 105%~150%

protection Type Constant current limiting, auto-recovery Hiccup mode, auto-recovery
Over voltage Range 110%~135% 115%~145%

protection Type Shut down O/P voltage, re-power on to recover

Withstand voltage

I/P-O/P: 4kVAC, I/P-FG: 2kVAC, O/P-FG: 0.5kVAC

‘ I/P-0/P: 3kVAC, I/P-FG: 2kVAC, O/P-FG: 0.5kVAC

Working temperature

-25~+70°C

-30~+70°C (refer to output derating curve)

Safety standards

UL62368-1, TUV EN62368-1, EN61558-1, EN61558-2-16,

CCC GB4943, EAC TP TC 004, BSMI CNS14336-1

UL62368-1, TUV EN62368-1, CCC GB4943,

approved EAC TP TC 004, BSMI CNS14336-1 approved

EMC standards

EN55032 class B, EN61000-3-2,3, EN61000-4-2,3,4,5,6,8,11, GB9254, EAC TP TC 020, EN55024

Connection 5P / 9.5mm pitch terminal block | 7P / 9.5mm pitch terminal block | 9P / 9.5mm pitch terminal block
Dimension (LxWxH) (mm) 159x97x30 179x99x30 ‘ 199x99x30 215x115x30
W /5W RSP-75 H 150W RSP-150
Model No. Output Tol. R&N Effi. Model No. Output Tol. R&N Effi.
RSP-75-3.3 3.3V, 0~15A +2% 80mV 76.0% RSP-150-3.3 3.3V, 0~30A +2% 100mV 81.5%
RSP-75-5 5V, 0~15A +2% 80mV 82.0% RSP-150-5 5V, 0~30A +2% 100mV 87.0%
RSP-75-7.5 7.5V, 0~10A +2% 80mV 84.0% RSP-150-7.5 7.5V, 0~20A +2% 100mV 88.5%
RSP-75-12 12V, 0~6.3A +2% 120mV 85.0% RSP-150-12 12V, 0~12.5A +2% 100mV 90.0%
RSP-75-13.5 13.5V, 0~5.6A +2% 120mV 85.0% RSP-150-13.5 13.5V, 0~11.2A 2% 100mV 87.5%
RSP-75-15 15V, 0~5A +2% 120mV 86.0% RSP-150-15 15V, 0~10A +2% 100mV 88.5%
RSP-75-24 24V, 0~3.2A +1% 120mV 87.0% RSP-150-24 24V, 0~6.3A 1% 150mV 89.0%
RSP-75-27 27V, 0~2.8A +1% 120mV 88.0% RSP-150-27 27V, 0~5.6A +1% 150mV 89.5%
RSP-75-48 48V, 0~1.6A +1% 200mV 89.0% RSP-150-48 48V, 0~3.2A 1% 250mV 90.0%
Il 100W RSP-100 W 200W RSP-200
Model No. Output Tol. REN i Model No. Output Tol. R&N Effi.
RSP-100-3.3 3.3V 0~20A 199 100mV R RSP-200-2.5 2.5V, 0~40A +2% 100mV 79.5%
U o =en m o RSP-200-3.3 3.3V, 0~40A +2% 100mV  81.5%
RSP-100-5 5V, 0~20A 2% 100mV ~ 86.0% RSP-200-4 4V, 0~40A +2% 100mV 84.0%
RSP-100-7.5 7.5V, 0~13.5A +2% 100mV 87.0% RSP-200-5 5V, 0~40A +2% 150mV 85.5%
RSP-100-12 12V, 0~8.5A +1% 100mV 86.0% RSP-200-7.5 7.5V, 0~26.7A +2% 150mV 89.0%
RSP-200-12 12V, 0~16.7A +1% 150mV 89.0%
RSP-100-13.5 13.5V, 0~7.5A +19 100mV 86.5Y '
& m & RSP-200-13.5 13.5V, 0~14.9A +1% 150mV 89.0%
~ 0, 0,
RSP-100-15 15V, 0~6.7A +1% 100mV 87.0% RSP-200-15 15V, 0~13.4A £1% 150mV 89.5%
RSP-100-24 24V, 0~4.2A +1% 150mV 87.0% RSP-200-24 24V, 0~8.4A +1% 150mV 89.5%
RSP-100-27 27V, 0~3.8A +1% 150mV 87.0% RSP-200-27 27V, 0~7.5A +1% 200mV 89.0%
RSP-100-48 48V, 0~21A  £1%  250mV  88.0% RSP-200-36 ol Rl LS Al
RSP-200-48 48V, 0~4.2A +1% 240mV 90.0%



Enclosed-PFC

320~500W Low Profile

MW

MEAN WELL

RSP-500

RSP-320

B General Specification (Please refer to www.meanwell.com for detail spec.)

M Features

® 1U low profile

® Universal AC input / Full range

® Built-in active PFC function

® Protections: Short circuit / Overload / Over voltage /
Over temperature

® Forced air cooling by built-in DC fan

® Built-in remote sense and ON/OFF control (RSP-500)

® LED indicator for power on

® 3 years warranty

SN E@IICBCE

(RSP-320 only)

Model No. RSP-320

RSP-500

AC input voltage range 88~264VAC; 124~370VDC

85~264VAC; 120~370VDC

AC inrush current (max.) Cold start, 40A at 230VAC

DC adjustment range Vo: £10% by potentiometer

Overload Range 105%~135% 105%~130%
protection Type Hiccup mode, auto-recovery Constant current limiting, auto-recovery
Over voltage | Range 115%~145%

protection Type Shut down O/P voltage, re-power on to recover

Withstand voltage

I/P-O/P: 3kVAC, I/P-FG: 2kVAC, O/P-FG: 0.5kVAC

Working temperature

-30~+70°C (refer to output derating curve)

Safety standards

UL62368-1, TUV EN62368-1, EAC TP TC 004, BSMI CNS14336-1 approved; CCC GB4943 approved for RSP-320 only

EMC standards

EN55032 class B, EN61000-3-2,3, EN61000-4-2,3,4,5,6,8,11, EAC TP TC 020, EN61000-6-2(RSP-500),
GB9254, GB17625.1(RSP-320 only)

* RSP-320-5CC with conformal coating is suitable for LED moving
sign applications, MOQ required.

. Input ) ) 3P/ 9.5mm pitch terminal block
Connection 9P / 9.5mm pitch terminal block
Output 6P / 11mm pitch terminal block
Dimension (LxWxH) (mm) | 215x115x30 230x127x40.5
H 320w RSP-320 E500W RSP-500
Model No. Output Tol. R&N Effi. Model No. Output Tol. R&N Effi.
RSP-320-2.5 2.5V, 0~60A +2% 100mV  75.5% RSP-500-3.3 3.3V, 0~90A *2% 120mv. 81.0%
RSP-320-3.3 3.3V, 0~60A £2%  100mV  79.5% e ity D=l e Ay Ed
RSP-320-4 4V, 0~60A +29 100mV. 81.0% RSP-500-5 5V, 0~90A +2% 150mV 84.0%
RSP-500-12 12V, 0~41.7A +1% 150mV 88.0%
RSP-320-5 5V, 0~60A +2%  150mV  83.0% ’ ’
RSP-500-15 15V, 0~33.4A +1% 150mV 88.0%
*RSP-320-5CC 5V, 0~60A +2% 150mV 83.0%
RSP-500-24 24V, 0~21A +1% 150mV 89.0%
RSP-320-7.5 7.5V, 0~40A +2% 150mV 88.0%
RSP-500-27 27V, 0~18.6A +1% 150mV 89.5%
- - ~ +19 0
RSP-320-12 12V, 0~26.7A 1% 150my 88.0% RSP-500-48 48V, 0~10.5A +1% 150mV 90.5%
RSP-320-13.5 13.5V, 0~23.8A +1% 150mV 88.0%
RSP-320-15 15V, 0~21.4A +1% 150mV 88.5% m==a| We provide specification, drawing, test report and more
A information, please visit our website —
RSP-320-24 24V, 0~13.4A +1% 150mV 89.0% === http://www.meanwell.com
RSP-320-27 27V, 0~11.9A +1% 200mV 89.0% .
Best products also need best service.
RSP-320-36 36V. 0~8.9A +19% 220mV 89.5% We have authorized distributors all over the world. They have
' B sufficient stock for your prompt delivery. Also, they can offer
RSP-320-48 48V, 0~6.7A +1% 240mV 90.0% you technical support & RMA services. Please contact your

local distributors for more product information. You can also
contact us at info@meanwell.com for information of your local
distributors.



Enclosed-PFC 100~320W 4 Output

M Features
® Universal AC input / Full range

® Protections: Short circuit / Overload /
Over voltage / Over temperature
[f:} ® Over temperature protection
L (200~320W built-in, option for 150W)
® Built-in active PFC function
® Forced air cooling by built-in DC fan

® 3 years warranty

QP-320 QP-200

il cB Ce

B General Specification (Please refer to www.meanwell.com for detail spec.) except for QP-320)

Model No. QP-150 QP-200 QP-320

AC input voltage range 90~264VAC; 127~370VDC

AC inrush current (max.) | Cold start, 40A at 230VAC Cold start, 50A at 230VAC | Cold start, 45A at 230VAC
DC adiustment range CH1: -5%~+10% rated output voltage CH1&2:
! 9 (CH1&2 for QP-150-3x, QP-150-D/F) -5%~+10% rated output voltage
Range 105%~150%
Overload
protection . Constant current limiting, Fold back current limiting,
Type Hiccup mode, auto-recovery auto-recovery auto-recovery

Over voltage protection | 115%~135% for CH1 or CH1&2

Withstand voltage I/P - O/P: 3kVAC, I/P - FG: 2kVAC, O/P - FG:0.5kVAC, 1 minute

Working temperature -10~+60°C (refer to output derating curve) -10~+70°C

. . 800ms, 60ms, 24ms at full load and 30VAC(TP-100/150); | 800ms, 50ms, 24ms at full | 800ms, 50ms, 16ms at full
Setup, rise, hold up time

1800ms, 50ms, 24ms at full load and 230VAC (QP-150) load and 230VAC load and 230VAC
Safety standards UL62368-1, TUV EN62368-1 approved
EMC standards EN55032 class B, EN61000-3-2,3, EN61000-4-2,3,4,5,6,8,11
Connection 9P/7.62mm pitch terminal block with cover 9P/9.5mm pitch terminal block with cover
Dimension (LxWxH)(mm) | 199x 99x 50 215x 115x 50

M 150W — Quad Output

Model No. Output Tol. R&N Effi.  Max. Model No. Output Tol. R&N Effi.  Max.
QP-150B 5V, 3.0~15A +3% 100mV ~ 76% 150W QP-150D 5V, 3.0~15A +3% 120mV ~ 78%  150W
12V, 0.4~5.0A +6% 150mV 12V, 0.0~5.0A +3% 150mV
-12V, 0.3~2.0A +10%,-6% 150mV 24V, 0.4~3.0A 6% 200mV
-5V, 0.0~1.0A 5% 100mV -12V, 0.0~1.0A +5% 150mV
QP-150C 5V, 3.0~15A +3% 100mV ~ 77%  153W QP-150F 5V, 3.0~15A +3% 120mV  78%  152W
15V, 0.4~4.0A +6%,-10% 150mV 15V, 0.0~5.0A +3% 150mV
-15V, 0.3~2.0A +8% 150mV 24V, 0.4~3.0A 6% 200mV

-5V, 0.0~1.0A +5% 100mV -15V, 0.0~1.0A +5% 150mV




Enclosed-PFC

MW

MEAN WELL
Model No. Output Tol. R&N  Effi.  Max. Il 320W — Quad Output
QP-150-3A 5V, 3.0~15A +3% 100mV ~ 73%  146W Model No. Output Tol. R&N Effi.  Max.
3.3V, 0.0~15A +3% 100mV QP-320D 5V, 2.5~20A +3% 100mV 83% 316W
12V, 0.4~5.0A +6% 150mV 12V, 0.0~10A +3% 150mV
- ~ 0,
5V, 0.0~1.0 50 150mv 24V, 0.2~5.0A +10%,-6% 150mV
QP-150-3B 5V, 3.0~15A +3% 100mV ~ 75%  150W
-12V, 0.2~2.0A +10% 150mV
3.3V, 0.0~15A +3% 100mV
QP-320F 5V, 2.5~20A +3% 100mV 83% 316W
12V, 0.4~5.0A +6% 150mV
15V, 0.0~10A +3% 150mV
-12V, 0.0~1.0A +5% 150mV
= o/ _RO
QP-150-3C 5V, 3.0~15A +3% 100mV  74% 1520 Pl Dol Al Gis el
3.3V, 0.0~15A +3% 100mV -15V, 0.2~1.6A +10% 150mV
15V, 0.4~5.0A +8%,-6% 150mV
2750W Laser Diode PWM Driver Module
-15V, 0.0~1.0A +5% 150mV
QP-150-3D 5V, 3.0~15A +3% 100mV ~ 76%  150W
3.3V, 0.0~15A +3% 100mV
24V, 0.3~3.0A +6% 150mV
12V, 0.0~1.0A £5% 150mV SIS
M 200W — Quad Output
Model No. Output Tol. R&N Effi.  Max. * Output current 0~50A
+ Compliance voltage to 55V
QP-200D 5V, 3.0~20A +3% 100mV ~ 75% 203W )
+ 2.75kW maximum output power
12V, 0.0~7.0A +3% 150mV + High efficiency up to 96%
+ Short rise/fall time (2us for fast mode)
24V, 0.4~6.0A +10%,-6% 150mV ) N
+ Continue wave application
-12V, 0.0~1.0A +6% 150mV * Low current ripple <1Arms
* Dimension(LxWxH): 250x 100x 41mm
QP-200F 5V, 3.0~20A +3% 100mV  75% 203W * 5 years warranty
15V, 0.0~6.0A +3% 150mV
24V, 0.4~6.0A +10%,-6% 150mV
-15V, 0.0~1.0A +6% 150mV




Enclosed-PFC

75~150W High Reliability

MW

MEAN WELL

HRP-150
HRPG-150

HRP-100

HRP-75

B General Specification (Please refer to www.meanwell.com for detail spec.)

M Features
® Universal AC input / Full range

® Withstand 300VAC surge input for 5 seconds
® Built-in active PFC function
® Protections:
Short circuit / Overload / Over voltage /
Over temperature (optional for HRP-75 / HRP-100)
® Built-in constant current limiting circuit
® Built-in remote sense function (HRPJ-150)
® No load power consumption<0.5W (except for HRP-150)
® Built-in remote ON/OFF control (except for HRP-150)
® Built-in 5V / 0.3A standby output (HRPG-150)
® Cooling by free air convection
® 1U low profile
® LED indicator for power on
® 5 years warranty

 ® & Mk

(HRP only

tCB C€

Model No. HRP-75

HRP-100

HRP[-150

AC input voltage range 85~264VAC; 120~370VDC

AC inrush current (max.) | Cold start, 65A at 230VAC

Cold start; 70A at 230VAC

DC adjustment range

-5%~+10% rated output voltage

+15% rated output voltage

Overload Range 105%~135%

protection

Type Constant current limiting, auto-recovery

Over voltage protection | 115%~145%

Withstand voltage

I/P-O/P: 3kVAC, I/P-FG: 1.5kVAC, O/P-FG: 0.5kVAC, 1 minute

Working temperature

-40~+70°C (refer to output derating curve)

-40~+60°C

-40~+70°C

Safety standards

UL62368-1, TUV EN62368-1, EAC TP TC 004, AS/NZS62368.1 approved

EMC standards EAC TP TC 020

EN55032 class B, EN61000-4-2,3,4,5,6,8,11, EN61000-3-2,3, EN55024, EN61000-6-2 heavy industry level,

Connection 5P/9.5mm pitch terminal block with cover 7P/9.5mm pitch terminal block with cover
Dimension (LxWxH)(mm) | 129x98x38 159x97x38
M 75w HRP-75 _
Model No. Output Tol. R&N Effi.
Model No. Output Tol. R&N Effi. HRP-100-15 15V, 0~7A £15%  150mV  88.0%
HRP-75-3.3 3.3V, 0~15A +2.59 80mV 77.09
& m & HRP-100-24 24V, 0~4.5A +1.5% 150mV 88.5%
HRP-75-5 5V, 0~15A +2.5% 80mV 82.5%
HRP-100-36 36V, 0~2.9A +1.5% 200mV 89.0%
HRP-75-7.5 7.5V, 0~10A +2.5% 100mV 84.0%
HRP-100-48 48V, 0~2.2A +1.5% 240mV 90.0%
HRP-75-12 12V, 0~6.3A +1.5% 120mV 87.0%
HRP-75-15 15V, 0~5A +1.5% 150mV 88.0%
HRP-75-24 24V, 0~3.2A +1.5% 150mV  88.5% H 150w HRP[-150
HRP-75-36 36V, 0~2.1A +1.5% 200mV 89.0% Model No. Output Tol. R&N Effi.
HRP-75-48 48V, 0~1.6A +1.5% 240mV 89.0% HRP[1-150-3.3 3.3V, 0~30A +2.5% 80mv 78.5%
HRP[1-150-5 5V, 0~26A +2.5% 80mV 85.0%
M 100w HRP-100 HRPI-150-7.5 7.5V, 0~20A +25%  100mV  87.0%
~ 0 [
Model No. Output Tol. R&N Effi. HRPLI-150-12 128 G et 12 B
HRP-150-15 15V, 0~10A +1.5% 150mV 88.0%
HRP-100-3.3 3.3V, 0~20A  +2.5%,-3.5%  80mV 78.0%
HRP-150-24 24V, 0~6.5A +1.5% 150mV 88.0%
- - ~ 0, 0,
HRP-100-5 5V, 0~17A +2.5% 80mv 83.0% RO e 36V, 0~4.3A £1.5% 200mV 89.0%
HRP-100-7.5 7.5V, 0~13.5A +2.5% 100mV 84.0% HRP1-150-48 48V, 0~3.3A +1.5% 240mV 89.0%
HRP-100-12 12V, 0~8.5A +1.5% 120mV 87.5% [CI=blank, G; blank: basic function, G: with 5Vsb & no load <0.5W




Enclosed-PFC

200~450W High Reliability

MW

MEAN WELL

HRP-450
HRPG-450

HRP-300
HRPG-300

HRP-200
HRPG-200

M General Specification (Please refer to www.meanwell.com for detail spec.) @(@(F%y)cmus @

M Features
® Universal AC input / Full range
® Withstand 300VAC surge input for 5 seconds
® Built-in active PFC function
® Protections: Short circuit / Overload /
Over voltage / Over temperature
® Built-in constant current limiting circuit
® Built-in remote sense function
® Built-in DC OK signal
® No load power consumption<0.5W (HRPG-300/450)
® Built-in remote ON/OFF control & 5V / 0.3A standby
output (HRPG series)
® Forced air cooling by built-in DC fan
® 1U low profile
® 5 years warranty

HICBC¢

Model No. HRP[J-200

HRP[-300

HRP[-450

AC input voltage range 85~264VAC; 120~370VDC

AC inrush current (max.) | Cold start, 70A at 230VAC

DC adjustment range +15% rated output voltage

Overload Range 105%~135%

Protection | Type Constant current limiting, auto-recovery

Over voltage protection 115%~145%

[/P - O/P: 3kVAC, I/P - FG: 1.5kVAC,

Withstand voltage O/P - FG: 0.5kVAC, 1 minute

I/P - O/P: 3kVAC, I/P - FG: 2kVAC,
O/P - FG: 0.5kVAC, 1 minute

Working temperature -40~+70°C (refer to output derating curve)

Safety standards

UL62368-1, TUV EN62368-1, EAC TP TC 004, AS/INSZ62368.1 approved

EN55032 class B, EN61000-4-2,3,4,5,6,8,11,
EN61000-3-2,3, EN55024, EN61000-6-2 heavy
industry level, EAC TP TC 020

EMC standards

EN55032 class B, EN61000-4-2,3,4,5,6,8,11, EN61000-3-2,3,
EN61000-6-2 heavy industry level, EAC TP TC 020,

AS/NSZ62368.1

[=blank, G; blank: basic function, G:

with 5Vsb & no load <0.5W

Connection 7P/9.5mm pitch terminal block with cover 7P/11mm 3+6P/10&11mm
Dimension (LxWxH)(mm) 199x 98x 38 199x105x41 218x105x41
W 200W HRP-200 Model No. Output Tol. R&N Effi.
Model No. Output Tol. R&N Effi. HRPJ-300-15 15V, 0~22A +1.0%  150mV 88.0%
HRP[J-200-3.3 3.3V, 0~40A +2% 80mV 80.0% HRP[J-300-24 24V, 0~14A +1.0%  150mV 87.0%
HRPJ-200-5 5V, 0~35A +2% 90mVv 84.0% HRPJ-300-36 36V, 0~9A +1.0%  250mV 88.0%
HRPJ-200-7.5 7.5V, 0~26.7A +2% 100mV. 86.0% HRPLJ-300-48 48V, 0~7A +1.0% 250mV 89.0%
HRP[J-200-12 12V, 0~16.7A +19% 120mV 88.0% [O=blank, G; blank: basic function, G: with 5Vsb & no load <0.5W
HRP[J-200-15 15V, 0~13.4A +1% 150mV 88.0%
HRPJ-200-24 24V, 0~8.4A +1% 150mV 88.0% M 450W HRP[J-450
HRP[J-200-36 36V, 0~5.7A +1% 250mV. 89.0% Model No. Quta Tol. o Eifi
HRPJ-200-48 48V, 0~4.3A +1% 250mV. 89.0% HRP]-450-3.3 3.3V, 0~90A £2% 8omV  80.0%
O =blank, G; blank: basic function, G: with 5Vsb & no load <0.5W HRP[J-450-5 5V, 0~90A +2% 80mV  83.0%
B 300W HRP[-300 HRP[J-450-7.5 7.5V, 0~60A +2%  100mV  86.5%
Model No. Output Tol. R&N Effi. HRPLI-450-12 (A 8Tt £l T20my g8 0%
HRP[J-300-3.3 3.3V, 0~60A +2.5% 80mV 80.0% R 8- URAAEL 1% 150mV- 89.0%
HRPI-300-5 5V,0~60A  £2.0% 9omv  82.0% HRPL1-450-24 2t e LA R
HRPJ-300-7.5 7.5V, 0~40A  £2.0%  100mV  86.0% HRP[J-450-36 36V, 0~12.5A sl Zumy G
HRPJ-300-12 12V, 0~27A £1.0%  120mV 88.0% HRP[J-450-48 48V, 0~9.5A 1% 240mV - 89.5%

[=blank, G; blank: basic function, G: with 5Vsb & no load <0.5W



EhC'OSGd—PFC 600~1000W High Reliability

M Features
® Universal AC input / Full range

® Withstand 300VAC surge input for 5 seconds

® Built-in active PFC function

® Protections: Short circuit / Overload /

Over voltage / Over temperature

2 ® Built-in constant current limiting circuit

® Built-in remote sense function

® Built-in DC OK signal

® No load power consumption<0.75W

® Built-in remote ON/OFF control & 5V / 0.3A standby output
(HRPG series)

HRP-600

AR AT HRPG-600 * Built-in current sharing (HRPG-600-24/36/48: HRPG-1000)

® Forced air cooling by built-in DC fan

® 5 years warranty

M General Specification (Please refer to www.meanwell.com for detail spec.)@@ & c“us

[fAiCBCE

(except for HRPG-600)

Model No. HRP[J-600 HRPG-1000

AC input voltage range 85~264VAC; 120~370VDC 90~264VAC; 127~370VDC

AC inrush current (max.) | Cold start, 70A at 230VAC Cold start, 40A at 230VAC

DC adjustment range +15% rated output voltage -8%~+17% rated output voltage

Overload | Range

105%~135%

Protection Type

Constant current limiting, auto-recovery

Over voltage protection

115%~145% 120%~137%

Withstand voltage

I/P - O/P: 3kVAC, I/P - FG: 2kVAC, O/P - FG: 0.5kVAC, 1 minute

Working temperature

-40~+70°C (refer to output derating curve)

Safety standards

UL62368-1, TUV EN62368-1, EAC TP TC 004, AS/NSZ62368.1 approved

EMC standards

EN55032 class B, EN61000-4-2,3,4,5,6,8,11, EN61000-3-2,3,
EN61000-6-2 heavy industry level, EAC TP TC 020,
AS/NSZ62368.1

EN55032 class A, EN61000-4-2,3,4,5,6,8,11,
EN61000-3-2,3, EAC TP TC 020, AS/INSZ62368.1

Connection

3+6P/10&11mm pitch terminal block with cover

Dimension (LxWxH)(mm)

218x105x63.5

M 600W HRP[I-600 I 1000W HRPG-1000

Model No. Output Tol. R&N Effi. Model No. Output Tol. R&N Effi.

HRPLI-600-3.3 eIl W20 £2% - 120mV78.5% HRPG-1000-12 12V, 0~80A £29%  150mV  91.5%

HRPI-600-5 5V 0-120A  ¥2%  150mV  82.0%

RPL1600.7 5 5V 0-508 e 1somy 87.0% HRPG-1000-15 15V, 0~64A £1.5%  150mV  92.0%

HRPJ-600-12 12V, 0~53A £1%  150mV  88.0% HRPG-1000-24 24V, 0~42A £19%  200mV  93.0%

HRPL-600-15 Vot Wi £1% - 150mV - 88.0% HRPG-1000-48 48V, 0~21A £1%  250mV  94.0%

HRP[1-600-24 24V, 0~27A £1%  150mV  88.0%

HRP[J1-600-36 36V, 0~17.5A 1% 200mV  89.0%

HRPLJ-600-48 48V, 0~13A 1% 240mV. 89.0% 48hrs delivery We keep enough stock for 95% of

standard models at our warehouse. We can arrange

[J=blank, G; blank: basic function, G: with 5Vsb & no load <0.75W prompt delivery within 48hrs.




EhC'OSGd—PFC 150~600W Peak Load

HRP-150N

0 M Features
$ * Universal AC input/ Full range
w ® Built-in active PFC function, PF>0.95
® 200% peak power capability
® High efficiency up to 89%
® Withstand 300VAC surge input for 5 seconds
® Protections:
Short circuit / Overload / Over voltage / Over temperature
® Cooling by free air convection
® Built-in constant current limiting circuit
® 1U low profile 38mm (HRP-150N); 41mm (HRP-300N)
® Built-in remote sense function

HRP-300N HRP-600N
® 5 years warranty

B General Specification (Please refer to www.meanwell.com for detail spec.) @ @ c“‘us =

tCB C€

Model No.

HRP-150N HRP-300N HRP-600N

AC input voltage range

85~264VAC; 120~370VDC

AC inrush current (max.)

Cold start, 70A at 230VAC

DC adjustment range

+15% rated output voltage

Overload Range

105%~135%

protection Type

Constant current limiting, auto-recovery

Over voltage protection

115%~145%

Withstand voltage

I/P - O/P: 3kVAC, I/P - FG: 2kVAC, O/P - FG: 0.5kVAC, 1 minute

Working temperature

-40~+70°C (refer to output derating curve)

Safety standards

UL62368-1, TUV EN62368-1, EAC TP TC 004 approved

EMC standards

Compliance to EN55032 (CISPR32) Class B, EN61000-3-2,-3, EAC TP TC 020 ; Compliance to
EN61000-4-2,3,4,5,6,8, 11, EN55024, EN61000-6-2, heavy industry level, criteria A, EAC TP TC 020

. 7P/9.5mm pitch terminal block with 7P/11mm pitch terminal block with 3+6P/10&11mm pitch terminal block
Connection X
cover cover with cover
Dimension (LxWxH)(mm) | 159x 97x 38 199x 105x 41 218x 105x 63.5
M 150w HRP-150N I 600W HRP-600N
Model No. Output Tol. R&N Effi. Model No. Output Tol. R&N Effi.
HRP-150N-12 12V, 0~13A +1.5% 120mV 88% HRP-600N-12 12V, 0~53A 1% 150mV 88%
HRP-150N-24 24V, 0~6.5A +1.5% 150mV 88% HRP-600N-24 24V, 0~27A 1% 150mV 88%
HRP-150N-36 36V, 0~4.3A +1.5% 200mV 89% HRP-600N-36 36V, 0~17.5A 1% 200mV 89%
HRP-150N-48 48V, 0~3.3A +1.5% 240mV 89% HRP-600N-48 48V, 0~13A +1% 240mV 89%
H 300w HRP-300N
Model No. Output Tol. R&N Effi.
HRP-300N-12 12V 0~27A +19 120mV 88Y% Best products also need best services.
) . g =10 e ° We have authorized distributors all over the world.
HRP-300N-24 24V 0~14A £1% 150mV 87% They have sufficient stock for your prompt delivery.
' - Also they can offer you technical support & RMA services.
HRP-300N-36 36V, 0~9A +1% 250mV 88% Please contact your local distributors for more product

information. You can also contact us at info@meanwell.com

HRP-300N-48 48V, 0~7A +1% 250mV 89% for information of your local distributors.




Enclosed-PFC 7502000 programmable High Power

MW

MEAN WELL

RSP-2000

RSP-1600

RSP-1000

Eﬁ;‘!i
|

RSP-750

M General Specification

' Bus}

Il Features
® 1U low profile (41mm)

® Universal AC input / Full range

® Built-in active PFC function

® Protections: Short circuit / Overload / Over voltage /
Over temperature

® Forced air cooling by bu

ilt-in DC fan

® High power density up to 25W/in®* (RSP-1600)
* Output voltage programmable

Constant current level lcc programmable (RSP-750/1600)
® Built-in current sharing up to 4 units (RSP-1000/2000)

or 6 units (RSP-1600)

® Built-in remote sense and ON/OFF control

® Built-in auxiliary power,

DC OK signal

® OTP alarm signal output (RSP-1600/2000)
® Optional conformal coating

® 5 years warranty

@ @c“us

(RSP-1600) (except for RSP-750)

ZIlcBCe

Model No.

RSP-750

RSP-1000

RSP-1600

RSP-2000

AC input voltage range

90~264VAC; 127~370VDC

90~264VAC; 127~320VDC

AC inrush current (max.)

Cold start, 40A at 230VAC

Cold start, 35A at 230VAC

Cold start, 50A at 230VAC

DC adjustment range

Vo: £10% by potentiometer,
or to 40%~110% of rated
output voltage by
2~5.5VDC external
control signal

Vo: £10% by potentiometer,
or to 40%~110% of rated
output voltage by
external resistor or by
2~5.5VDC external

Vo: -1%~+22.5% by

potentiometer, or to 40%~

125% of rated output
voltage by 1~5VDC
external control signal

Vo: +10% by potentiometer, or
to 40%~115% of rated
output voltage by
1~4.7VDC external control
signal

lcc : to 40%~110% of rated
output current by
2~5.5VDC external
control signal

control signal

lcc: to 20%~100% of rated
output current by 1~5VDC
external control signal

Range 105%~125% 105%~125% 105%~115% 105%~125%
overload Constant t limiti hut d /p volt fter 5
rotection N i onstant current limiting, shut down o/p voltage after 5 sec.
p Type Constant current limiting, auto-recovery . re-power on to recover
Over voltage Range 115%~145% ‘ 115%~135% 130%~155% ‘ 120%~145%
protection Type Shut down O/P voltage, re-power on to recover

Withstand voltage

I/P-0/P: 3kVAC, I/P-FG: 2kVAC, O/P-FG: 0.5kVAC (O/P-FG: 1.5kVAC for RSP-1600)

Working temperature

-30~+70°C

-20~+60°C

-30~+70°C

-35~+70°C

Safety standards

UL62368-1, TUV EN62368-1, EAC TP TC 004, BSMI CNS14336-1 approved

EMC standards

EN55032 class B for RSP-750, class A for RSP-1000/1600/2000; EN61000-3-2,3; EN61000-4-2,3,4,5,6,8,11, EN61204-3

) Input 3P / 10mm pitch terminal block with cover
Connection
Output M5x12 screw terminal Bus bars M5x12 screw terminal
Dimension (LxWxH) (mm) | 250x127x41 ‘ 295x 127x 41 300x 85x 41 295x 127x 41
H 750W RSP-750 W 1600W RSP-1600
Model No. Output Tol. R&N Effi. Model No. Output Tol. R&N Effi.
RSP-750-5 5V, 0~100A +2% 150mV- 82.0% RSP-1600-12 12V, 0~125A +1% 150mV. 89.0%
i PUOTeRSA My ST RSP-1600-24 24V, 0~67A £1%  200mV  91.5%
= = , U~ 1% m .U% ; ; - o 0
RSP-750-24 24V, 0~31.3A £1%  150mV  90.5% RSP-1600-27 gty 110/" 200mV 92'°f’
RSP-750-27 27V, 0~27.8A 1% 150mV 90.5% RSP-1600-36 36V, 0~44.5A +1% 250mV 92.0%
RSP-750-48 48V, 0~15.7A +1% 150mV 92.0% RSP-1600-48 48V, 0~33.5A +1% 300mV 93.0%
W 1000W RSP-1000 l 2000W RSP-2000
Model No. Output Tol. R&N Effi. Model No. Output Tol. R&N Effi.
RSP-1000-12 12V, 0~60A +1% 150mV 83%
o o ~ 0, 0
RSP-1000-15 15V, 0~50A +1% 150mV 85% RSP-2000-12 12V, 0~100A +2% 150mV 87.0%
RSP-1000-24 24V, 0~40A 1% 150mv. 88% RSP-2000-24 24V, 0~80A +1% 200mV  90.5%
RSP-1000-27 27V, 0~37A +1% 150mV 88%
RSP-1000-48 48V, 0~21A £1% 150mV 90% RSP-2000-48 48V, 0~42A +1% 300mV 92.0%




MW

EﬂClOSEd—PFC 1500~3000W Programmable High Power

RSP-2400/3000

RSP-1500

- - - ‘ ‘ &
B General Specification (Please refer to www.meanwell.com for detail spec.) ~ (Paralle @ V) oM us

Il Features

® Universal AC input / Full range (RSP-1500)
AC input 180~264VAC only (RSP3000)
® Built-in active PFC function

® Protections:

Short circuit / Overload / Over voltage /

Over temperature

® Forced air cooling by built-in DC fan

® Qutput voltage programmable

® Built-in current sharing up to 4 units (RSP-1500)
or 3 units (RSP-3000)

® Built-in remote sense and ON/OFF control

® Built-in auxiliary power, DC OK signal

® Optional conformal coating

® 5 years warranty

icBC€

Model No.

RSP-1500

RSP-2400

RSP-3000

AC input voltage range

90~264VAC; 127~370VDC

180~264VAC; 254~370VDC

AC inrush current (max.)

Cold start, 60A at 230VAC

DC adjustment range

Vo: -30%~+10% by potentiometer, or to
70%~100% of rated output voltage by
external resistor

Vo: £10% by potentiometer, or to 20%~110% of rated output voltage by

1~5.5VDC external control signal

Overload
protection

Range 105%~135%

100%~112%

Tvpe Constant current limiting, shut off after 5 sec.,
yp re-power on to recover

Constant current limiting, shut off after 5 sec., re-power on to recover
(can adjust to continuous constant current limiting)

Over voltage
protection

Range 115%~140%

Type Shut down O/P voltage, re-power on to recover

Withstand voltage

I/P-O/P: 3kVAC, I/P-FG: 2kVAC, O/P-FG: 0.5kVAC

Working temperature -20~+70°C

Safety standards

UL62368-1, TUV EN62368-1, EAC TP TC 004, BSMI CNS14336-1 approved

EMC standards

EN55032, EN61000-3-2,3; EN61000-4-2,3,4,5,6,8,11, EN61000-6-2, EN061204-3

Input

3P/13mm pitch terminal block with cover

Connection

Output Bus bars

Dimension (LxWxH) (mm)

278x 127x 83.5

278x 177.8x 63.5

H 1500W

Model No.
RSP-1500-5
RSP-1500-12
RSP-1500-15
RSP-1500-24
RSP-1500-27
RSP-1500-48

M 2400W

Model No.
RSP-2400-12
RSP-2400-24
RSP-2400-48

Output

5V, 0~240A
12V, 0~125A
15V, 0~100A
24V, 0~63A
27V, 0~56A
48V, 0~32A

Output
12V, 0~166.7A
24V, 0~100A
48V, 0~50A

Tol.
+2%
+1%
+1%
+1%
+1%

+1%

Tol.
+1%
+1%

+1%

RSP-1500
R&N Effi.
150mV 80%
150mV 87%
150mV 87%
150mV 90%
150mV 90%
200mV 91%
RSP-2400

R&N Effi.
150mV  88.0%
150mV  90.5%
200mV - 91.5%

3000W

Model No. Output
RSP-3000-12 12V, 0~200A
RSP-3000-24 24V, 0~125A
RSP-3000-48 48V, 0~62.5A

NERRHEL

@ @ (3

RSP-3000
Tol. R&N Effi.
+1% 150mvV  87.5%
+1% 150mV 90.0%
+1% 200mV - 91.5%

Who can provide you better services and be a
trustworthy partner in the power industry?
—" MEAN WELL" tries to be —

MEAN WELL Catalog —
Your reference book for power supply.

To satisfy customers is our goal —

+ High Quality
« Prompt Delivery

« Low Cost
- Best Service



Enclosed-PFC zoow sirectiona power i 3000w High Output

MW

MEAN WELL

Coming Soon

BIC-2200

\/-) i o 5
CSP-3000 N %

B Features
® AC input 180~264VAC only

® Built-in active PFC function
® High efficiency up to 93%
® Protections:
Short circuit / Overload / Over voltage / Over temperature
® Forced air cooling by built-in DC fan

® Bidirectional power supply for energy recycle(BIC-2200)

B General Specification (Please refer to www.meanwell.com for detail spec.)

® Output voltage and current programmable(CSP-3000)
® Built-in current sharing up to 3 units(CSP-3000),
up to 5 units(BIC-2200)
® Built-in remote ON/OFF control
® Built-in auxiliary power, DC OK signal (CSP-3000)
® Optional conformal coating
® 5 years warranty

® N I tilcBCe

CSP-3000)

Model No. BIC-2200

CSP-3000

AC input voltage range 180~264VAC

180~264VAC; 254~370VDC

AC inrush current (max.) | Cold start, 35A at 230VAC

Cold start, 60A at 230VAC

DC adjustment range -20%~+17% by potentiometer

Vo: £10% by potentiometer, or to 20%~110% of rated output
voltage by 2~10VDC external control signal

Range 105%~115% 105%~120%

Overload

protection Type Constant current limiting with delay shutdown Constant current limiting with delay shutdown
yp after 5 seconds, re-power to recover after 3 seconds, re-power to recover

Over voltage Range 140%~160% 105%~125%

protection Type Shut down O/P voltage, re-power on to recover

Withstand voltage

I/P-O/P: 3kVAC, I/P-FG: 2kVAC, O/P-FG: 1.5kVAC

I/P-O/P: 3kVAC, I/P-FG: 2kVAC, O/P-FG: 0.5kVAC

Working temperature -30~+70°C

-20~+70°C

Safety standards

UL62368-1, TUV EN62368-1, EAC TP TC 004 approved

UL62368-1, EN62368-1, EAC TP TC 004 approved, BSMI
CNS14336-1 approved, GP4943.1

EMC standards EN61000-6-2, EN61204-3

EN55032, EN61000-3-2,3, EN61000-4-2,3,4,6,8,11

EN55032, EN61000-3-2,3; EN61000-4-2,3,4,5,6,8,11,
EN61000-6-2, EN61204-3

Input 3P/10mm pitch terminal block with cover

3P/13mm pitch terminal block with cover

Connection
M6x12 screw terminal

Output

2P/16mm pitch terminal block with cover

Dimension (LxWxH) (mm) | 330x 140x 41

278x 177.8x 63.5

H 2200w BIC-2200
Model No. Output Tol. R&N Effi.
BIC-2200-12 12V, 0~180A +1% 120mV 91%
BIC-2200-24 24V, 0~90A +1% 240mV 93%
BIC-2200-48 48V, 0~45A +1% 300mV 93%

BIC-2200-96 96V, 0~22.5A +1% 480mV 93%

H 3000W QY CSP-3000
Model No. Output Tol. R&N Effi.
CSP-3000-120 120V, 0~25A +1% 800mV 92.0%
CSP-3000-250 250V, 0~12A +1% 1000mV 92.5%
CSP-3000-400 400V, 0~7.5A +1% 1200mV 93.0%




Enclosed-PFC swo-10000w Programmable High Power

MW

MEAN WELL

RST-5000

b

L

RST-10000

M Features

* 3¢ 3-wire//\ 196~305VAC o3 4-wire/ Y 340~530VAC wide input range
® Built-in active PFC function

® High efficiency up to 91%
® Protections:

Short circuit / Overload /
® Forced air cooling by buil

Over voltage / Over temperature / Fan alarm
t-in DC fan

® Qutput voltage and constant current level lcc programmable

B General Specification (Please refer to www.meanwell.com for detail spec.)

® Built-in current sharing up to 20kW
(4 units of RST-5000 or 2 units of RST-10000)
® Built-in remote sense and ON/OFF control
® Built-in 12V/0.1A auxiliary power
® Alarm signal output
® 5 years warranty

(arae) (B (A s

Model No.

RST-5000

RST-10000

AC input voltage range

3¢ 3-wire//\ 196~305VAC or 3¢ 4-wire/ Y 340~530VAC

AC inrush current (max.)

Cold start, 75A at 230VAC (3¢ 3-wire/ A)
or 50A at 400VAC (3¢ 4-wire/ Y)

Cold start, 150A at 230VAC (3¢ 3-wire//\)
or 100A at 400VAC (3¢ 4-wire/ Y)

DC adjustment range

Vo: -2%~+20% by potentiometer or to 20%~120% of rated output voltage by 1~6VDC external control signal
lcc: to 20%~100% of rated output current by 1~5VDC external control signal

Range | 100%~112%
Overload ' : — — '
protection Type User adjustable continuous constant current limiting or constant current limiting with delay shutdown after 5 seconds.
Re-power on to recover.
Over voltage | R&nge 125%~140%
profection Type Shut down O/P voltage, re-power on to recover

Withstand voltage

I/P-O/P: 3kVAC, I/P-FG: 2kVAC, O/P-FG: 0.5kVAC

Working temperature

-30~+70°C (refer to output derating curve)

Safety standards

UL62368-1, TUV EN62368-1, EAC TP TC 004 approved

EMC standards

EN55032 class A, EN61000-3-2,3, EN61000-4-2,3,4,5,6,8,11, EN61000-6-2, EN61204-3

Input

6P/13mm pitch terminal block with cover

Connection
Output

Bus bars

Dimension (LxWxH) (mm)

460x 211x 83.5

540x 424x 83.5

W 5000W RST-5000 l 10000W RST-10000
Model No. Output Tol. R&N Effi. Model No. Output Tol. R&N Effi.
RST-5000-24 24V, 0~200A +1% 150mV 89% RST-10000-24 24V, 0~400A +1% 150mV 89%
RST-5000-36 36V, 0~138A +1% 200mV 90% RST-10000-36 36V, 0~276A +1% 200mV 90%
RST-5000-48 48V, 0~105A +1% 200mV 91% RST-10000-48 48V, 0~210A +1% 200mV 91%




Conduction Cooled PFC  200~s500w siim Type

M Features
® Universal AC input / Full range
® Withstand 300VAC surge input for 5 seconds
® Slim width and low profile
(26mm for UHP-200, 31mm for UHP-350/500)
® Built-in active PFC function
® 150% peak-load capacity(100ms)
® Fanless and conduction-cooled design
® Protections: Short circuit / Overload /
Over voltage / Over temperature
® Optional DC OK active signal and redundant function for
UHP-200/350/500[R ]
®LED indicator for power on
® 3 years warranty

UHP-350

UHP-500

UHP-200

@lAlcBCE

M General Specification (Please refer to www.meanwell.com for detail spec.) @V’ c“us

Model No. UHP-200 UHP-350 UHP-500

AC input voltage range | 90~264VAC; 127~370VDC

AC inrush current (max.) | Cold start, 40A at 115VAC, 80A at 230VAC
+5% rated output voltage

110%~140%

Hiccup mode, auto-recovery

110%~140%

Shut down O/P voltage, re-power on to recover

I/P - O/P: 3.75kVAC, I/P - FG: 2kVAC, O/P - FG: 1.25kVAC
-30~+70°C (refer to output derating curve)

10~500Hz, 5G 10min./1cycle, 60min. each along X, Y, Z axes
UL62368-1, TUV EN62368-1, EN60335-1, GB4943, EAC TP TC 004, BSMI CNS14336-1 approved

EN55032 class B, EN61000-3-2,3, EN61000-4-2,3,4,5,6,8,11, GB9254, EN61000-6-2(EN50082-2), BSMI CNS13438

Cold start, 30A at 115VAC, 60A at 230VAC

DC adjustment range

Overload Range
protection Type

Over voltage | Range
protection Type

Withstand voltage

Working temperature -30~+70°C (refer to output derating curve)

Vibration

Safety standards
EMC standards

Dimension (LxWxH)(mm) | 194x 55x 26 ‘ 220x 62x 31 233x 81x 31
W 200w UHP-200 Model No. Output Tol. R&N Effi.
Model No. Output Tol. R&N Effi. UHP-3501-24 24V, 0~14.6A +19% 240mV 949
UHP-20001-3.3 3.3V, 0~40A +2% 150mV 89%
' ’ ° UHP-350[1-36 36V, 0~9.75A +1% 240mV 94%
UHP-2000-4.2 ~ 9 9
4.2V, 0~40A +2% 150mV 90% UHP-35007-48 48V, 0-T3A £1% 240mY od%
UHP-20000-5 -
SV, 0~40A 2% 200mV 91% UHP-35007-55 55V, 0~6.3A +1% 300mV 94%
UHP-200[1-12 12V, 0~16.7A +1% 240mV 93Y%
' ° ’ [I=blank, R; blank: enclosed, R: DC OK signal, redundant function
UHP-20001-15 15V, 0~13.4A +1% 240mV 94%
UHP-20001-24 24V, 0~8.4A +1% 240mV 94% W 500w UHP-500
Model No. Output Tol. R&N Effi.
UHP-20001-36 36V, 0~5.6A +1% 240mV 94%
UHP-50001-4.2 4.2V, 0~80A +2% 200mV 89%
UHP-20001-48 48V, 0~4.2A +1% 300mV 94%
UHP-500[1-5 5V, 0~80A +2% 200mV 90%
UHP-200[1-55 55V, 0~3.6A +1% 360mV 94%
UHP-50001-12 12V, 0~41.7A 1% 200mV 94%
[J=blank, R; blank: enclosed, R: DC OK signal, redundant function
UHP-50001-15 15V, 0~33.4A +1% 200mV 94%
M 350w UHP-350 UHP-5007-24 24V,0~209A  £1%  240mV  94.5%
Model No. Output Tol. R&N Effi. UHP-50001-36 36V, 0~13.9A +1% 360mV 95%
UHP-35001-3.3 3.3V, 0~60A +2% 150mV 88.5%
o sen o UHP-50001-48 48V, 0~10.45A 1% 360mV 95%
UHP-350-4.2 -
ALY DR e el B UHP-50001-55 55V,0~8.9A  #1%  500mV  95%
UHP-35001-5 5V, 0~60A +2% 200mV 90% [J=blank, R; blank: enclosed, R: DC OK signal, redundant function
UHP-3500-12 -
12V, 0~29.2A 1% 200mVv 91% Who can provide you better services and be a
) B : trustworthy partner in the power industry?
UHP-35001-15 15V, 0~23.4A +1% 200mV 92% _ " MEAN WELL" tries to be —



Conduction Cooled PFC 7so-1000w siim Type

UHP-750

UHP-1000

B Features

® Universal AC input / Full range
e Withstand 300VAC surge input for 5 seconds
e Slim width and low profile(41mm)

® Built-in active PFC function

Over voltage / Over temperature

® | ED indicator for power on
® 3 years warranty (UHP-750)
5 years warranty (UHP-1000)

B General Specification (Please refer to www.meanwell.com for detail spec.)

@ G“ us

® Fanless and conduction-cooled design

® Protections: Short circuit / Overload /

® Qutput voltage and current programmable(UHP-1000)
® Built-in remote ON-OFF control(UHP-1000)
*DC ok active signal

Model No.

UHP-750

UHP-1000

AC input voltage range

90~264VAC; 127~370VDC

AC inrush current (max

.) | Cold start, 20A at 115VAC, 40A at 230VAC

DC adjustment range

0~20% rated output voltage

Range 105%~125%
Overload
protection . Constant current limiting with delay shutdown after 3

Type Hiccup mode, auto-recovery

seconds, re-power on to recover
0/~ 0

Over voltage Range 120%~135%
protection Type Shut down O/P voltage, re-power on to recover

Withstand voltage

I/P-O/P: 3.75kVAC, I/P-FG: 2kVAC, O/P-FG: 1.25kVAC, 1 minute

Working temperature

-30~+70°C (refer to output derating curve)

Vibration

10~500Hz, 5G 10min./1cycle, 60min. each along X, Y, Z axes

Safety standards

EN62368-1, UL62368-1, EAC TP TC 004 approved; design refer to EN61558-1, EN60335-1 (by request)

EMC standards

EN55032 class B, EN61000-3-2,3, EN61000-4-2,3,4,5,6,8,11

Dimension (LxWxH)(mm) | 237x 100x 41

240x 115x 41

H 750w

Model No.
UHP-750-12
UHP-750-24
UHP-750-36

UHP-750-48

Output

12V, 0~60A

24V, 0~31.3A

36V, 0~21A

48V, 0~15.7A

Tol.

+1%

+1%

1%

1%

R&N

150mV

200mV

250mV

250mV

UHP-750

Effi.
93.5%
95%
95%

95%

< Customer Satisfaction —
ﬁ"\_%i Today's effort, tomorrow's reward. Continuously

improve CQTS to satisfy customer is our goal.

Il 1000W
Model No. Output

UHP-1000-12 12V, 0~80A
UHP-1000-24 24V, 0~42A

UHP-1000-36 36V, 0~28A

UHP-1000-48 48V, 0~21A

' Products — _
N’ - One Stop Shopping

Tol.

+1%

+1%

+1%

+1%

R&N

150mV

240mV

240mV

300mV

« Total Solution

UHP-1000

Effi.

94%

95%
95.5%

96%



Conduction Cooled PFC

1500~2500W Slim Type

UHP-1500

UHP-2500

M Features
® Universal AC input / Full range

® Withstand 300VAC surge input for 5 seconds
® Slim width and low profile

(41mm for UHP-1500 / 60mm for UHP-2500)
® Built-in active PFC function

® Fanless and conduction-cooled design
® Protections: Short circuit / Overload /

Over voltage / Over temperature

® 5 years warranty

B General Specification (Please refer to www.meanwell.com for detail spec.)

PM@ @ G“ us

® Qutput voltage and current programmable
® Optional PMBus and CANBus protocol

*DC OK active signal
®LED indicator for power on

tiicBCe

Model No. UHP-1500 UHP-2500
AC input voltage range | 90~264VAC; 127~370VDC
AC inrush current (max.) | Cold start, 60A at 230VAC
DC adjustment range 0~20% rated output voltage
Range 105%~125%
Overload
protection
Type Constant current limiting with delay shutdown after 5 seconds, re-power on to recover
Range 125%~140%
Over voltage
protection
Type Shut down O/P voltage, re-power on to recover

Withstand voltage

I/P-O/P: 3.75kVAC, I/P-FG: 2kVAC, O/P-FG: 1.25kVAC, 1 minute

Working temperature

-30~+70°C (refer to output derating curve)

Vibration

10~500Hz, 5G 10min./1cycle, 60min. each along X, Y, Z axes

Safety standards

EN62368-1, UL62368-1, EAC TP TC 004 approved; design refer to EN61558-1, EN60335-1 (by request)

EMC standards

EN55032 class B, EN61000-3-2,3, EN61000-4-2,3,4,5,6,8,11

Dimension (LxWxH)(mm) | 290x 140x 41

310x 140x 60

M 1500W UHP-1500
Model No. Output Tol. R&N Effi.
UHP-1500-24 24V, 0~62.5A +1% 240mV 95%
UHP-1500-48 48V, 0~31.5A +1% 350mV 96%

48hrs delivery We keep enough stock for 95% of
standard models at our warehouse. We can arrange
prompt delivery within 48hrs.

W 2500W
Model No.
UHP-2500-24
UHP-2500-36

UHP-2500-48

Output
24V, 0~104.2A

36V, 0~69.4A

48V, 0~52.1A

Tol.
+1%
+1%

1%

UHP-2500

R&N Effi.
300mV 95%
360mV 95.5%

480mV 96%

We provide specification, drawing, test report and
more information, please visit our web site
http://www.meanwell.com



Digitalized Enclosed Low Profile  s20-3s00w High Power

2

WELL

MEAN

DPU-3200

PHP-3500

e
|TAIWAN |

Cold Plate for PHP-3500

Order No.: HS-656

B DPU-3200 Features

® Universal AC input/ Full Range

® High efficiency up to 94.5%

®Forced air cooling by builting in DC fans

® Qutput voltage and constant current level programmable

® Active current sharing up to 16000W (5 units)

® Optional PMBus or CANBus protocol

® Protections: Short circuit / Over load / Over voltage /
Over temperature

® Optional conformal coating

®5 year warranty

B General Specification (Please refer to www.meanwell.com for detail spec.)

M PHP-3500 Features

® Universal AC input/ Full Range

® High efficiency up to 96%

®Fanless design, water-cooled power supply

®Slim and Low Profile (60mm)

® Qutput voltage and constant current level programmable

®QVC Il operating altitude up to 3000 meters

® Active current sharing up to 14000W, 4 units (24V &48V models)
® Built-in PMBus or optional CANbus protocol

® Protections: Short circuit / Over load / Over voltage / Over temp.
® Optional cold plate for effortless implementation

® Optional conformal coating

® 5 year warranty

D ® NsElcBCe

Model No. DPU-3200

PHP-3500

AC input voltage range | 90~264VAC; 127~370VDC

AC inrush current (max.) | Cold start 55A/230VAC

Cold start 80A/230VAC

DC adjustment range 24V: 23.5~30V; 48V: 47.5~58.8v

24V: 24~28.8V; 48V: 48~57.6V
120V: 60~120V; 250V: 125~250V; 400V: 200~400V

Overload Range 105~115% rated output power
protection Type Constant current limiting, shut down O/P voltage 5 sec. after O/P voltage is down low, re-power on to recover.
24V: 30~36V; 48V: 60~72V
Over voltage | Range | 24V: 31.5~37.5V; 48V: 63~75V 120V: 75~150V; 250V: 156~312V; 400V: 250~500V
protection
Type Shut down O/P voltage, re-power on to recover

Withstand voltage

I/P-O/P: 3KVAC; I/P-FG: 2KVAC; O/P-FG: 1.5KVAC

I/P-0/P: 3KVAC; I/P-FG: 2KVAC; O/P-FG: 1.25KVAC

Working temperature

-30~+70°C (refer to "De-rating curve")

-30~+70°C Baseplate Temperature (refer to "De-rating curve")

Vibration

10 ~ 500Hz, 2G 10min./1cycle, 60min. each along X,Y, Z axes

Safety standards

UL62368-1,TUV EN62368-1, EAC TP TC 004 approved

UL62368-1,TUV EN62368-1, EAC TP TC 004 approved;
design refers to EN61558-1, EN60335-1

EMC standards

"Compliance with EN55032 (CISPR32) / EN55011 (CISPR11) Conduction Class B, Radiation Class A;
EN61000-3-2,3; EN61000-4-2, 3, 4, 6, 8, 11; EN-61000-6-2, EAC TP TC 020"

Connection Bus Bar

Terminal

Dimension (LxWxH)(mm) | 325.8 x 107 x 41

380 x 141.4 x 60

H 3200w DPU-3200
Model No. Output Tol. R&N Effi.
DPU-3200-24 24V, 0~133A 1% 300mV 93.5%
DPU-3200-48 48V, 0~67A +1% 480mV 94.5%

Who can provide you better services and be a
trustworthy partner in the power industry?

—" MEAN WELL" tries to be —

l 3500W PHP-3500
Model No. Output Tol. R&N Effi.
PHP-3500-24 24V, 0~145A +1% 300mV. 95%
PHP-3500-48 48V, 0~73A +1% 480mV 96%
PHP-3500-120 120V, 0~29.2A *1% 800mv 95%
PHP-3500-250 250V, 0~14.0A +1% 1600mV 95.5%
PHP-3500-400 400V, 0~8.8A +1% 3000mV 96%




Enclosed-PFC

150~300W Programmable Power Lite

MW

MEAN WELL

SPV-300 SPV-150

B General Specification (Please refer to www.meanwell.com for detail spec.)

Bl Features
® Universal AC input / Full range
® Built-in active PFC function
® Protections:
Short circuit / Overload / Over voltage / Over temperature
® Qutput voltage programmable
® Forced air cooling by built-in DC fan (except for SPV-150)
® 3 years warranty

HICBC¢€

Model No. SPV-150

SPV-300

AC input voltage range 88~264VAC; 124~370VDC

AC inrush current (max.) | Cold start, 45A at 230VAC

DC adjustment range )
by 1~5.5VDC external control signal

Vo: -15%~+10% by potentiometer or to 20%~110% of rated output voltage

Overload Range 105%~150%

105%~135%

protection Type constant current limiting, auto-recovery

Over voltage Range 115%~140%

protection

Type shut down O/P voltage, re-power on to recover

Withstand voltage

I/P - O/P: 3kVAC, I/P-FG: 2kVAC, O/P-FG: 0.5kVAC

Working temperature -20~+65°C (refer to "De-rating curve")

Safety standards

UL62368-1, TUV EN62368-1, EAC TP TC 004 approved

EMC standards

EN55032 class B, EN61000-3-2,3, EN61000-4-2,3,4,5,6,8,11, EAC TP TC 020

Dimension (LxWxH) (mm) | 215x 115x 50

W 150W SPV-150
Model No. Output Tol. R&N Effi.
SPV-150-12 12V, 0~12.5A +1% 150mV 82%
SPV-150-24 24V, 0~6.25A +1% 150mV 83%
SPV-150-48 48V, 0~3.125A +1% 240mV 83%

Best products also need best service.
We have authorized distributors all over the world. They have
sufficient stock for your prompt delivery. Also, they can offer

you technical support & RMA services. Please contact your
local distributors for more product information. You can also
contact us at info@meanwell.com for information of your local
distributors.

M 300W SPV-300
Model No. Output Tol. R&N Effi.
SPV-300-12 12V, 0~25A +1% 150mV 83.5%
SPV-300-24 24V, 0~12.5A +1% 150mV 85.0%
SPV-300-48 48V, 0~6.25A +1% 240mV 86.5%

~— PP Output Voltage Programmable for SPV series —
Vout OVP 120%(Typ.)

Non-Linear

OUTPUT VOLTAGE (%)

. . .
1 2 3 4 555
EXTERNAL VOLTAGE (DC)




Enclosed-Redundancy Module zosso
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MEAN WELL

ERDN20

ERDN40

B General Specification (Please refer to www.meanwell.com for detail spec.)

M Features
® Qutput current 20A & 40A

® Support 1+1 and N+1 redundancy system
® Suitable for redundancy operation of 5V/12V/24V/48V system
® 2 channels input and 1 output
® -40~+80°C ultra wide operating temperature
® 2 dry relay contact for monitoring output status,
and LED indicator for input failure alarm

® 3 years warranty

DRDN20/40 series, DIN rail type modules are available on P.36

AAICBCE

Model No. ERDN20[24] ERDN40
5 12 24 48 12 24 48
DC input voltage range 4.5~6Vdc 9~14Vdc 19~29Vdc 36~60Vdc 9~14Vdc 19~29Vdc 36~60Vdc
Rated current 0~20A per input continous 0~40A per input continous
Input | Peak current 0~30A per input 5 sec 0~60A per input 5 sec
Voltage drop (Vin-Vout) 0.2~0.5Vdc max.
Reverse voltage (max.) | 15Vdc 40Vdc 40Vdc 65Vdc 40Vdc 40Vdc 65Vdc
Rated current 20A 40A
Output | Peak current 30A, 5 sec. 60A, 5 sec.
Standby power losses 1.5W Typ.
Relay contact 2 dry relay contact, 30Vdc resistive load for each chanel
Input Voltage range | <4 or>6.5V <8.5V or>14.7V <18V or >31V <34.2V or >63V <8.5V or >14.7V <18V or >31V <34.2V or >63V
voltage
alarm LED display Green: OK, dark: input voltage failure
Working temperature -40~+80°C (refer to output derating curve)
Protections Overload or short circuit, <30A for 5 sec. no damage
General
Cooling Free air convection
Safety standards UL62368-1, EAC TP TC 004 approved
EMC standards EN55032 class B, EN61000-4,2,3,4,5,6,8
. Screw terminal: I/P: 4 poles(Vint andVinz +,-), O/P: 2 poles (Vo+/Vo.);
Connection h
wafer connector: 4 pin(Alarmi and Alarmz dry relay contact)
Dimension (LxWxH)(mm) | 82x 99x 36 97x 99x 36
H20A ERDN20 Example of Application
Model No. Nominal Voltage Input / Output Current 1+N Redundancy : Using 1 more PSU as the redundant unit
ERDN20 5V, 12V, 24V, 48V 2x10A / 20A
[]=5,12, 24, 48 ﬁ f_
W 40A ERDN20 | 2 g 20 &@EE
Model No. Nominal Voltage Input / Output Current
ERDN40 12V, 24V, 48V 2x20A / 40A
[ ]=12, 24, 48

Note: 5V/ 12V/ 24V/ 48V models are applicable.




Enclosed-PFC 100-300w High Reliability Medical Grade

MW

MEAN WELL

MSP-300

MSP-200 MSP

-100

Medical

B General Specification (Please refer to www.meanwell.com for detail spec.)

M Features
® Universal AC input / Full range

® Medical safety approved (2xMOOP)

e Withstand 300VAC surge input for 5 seconds

® Built-in active PFC function

® Protections: Short circuit / Overload / Over voltage /
Over temperature

® 1U low profile

® Built-in constant current limiting circuit

® Built-in remote sense function (MSP-200/300)

® No load power consumption <0.5W

® Built-in remote ON/OFF control

® Built-in 5V/0.3A standby output (MSP-200/300)

® Built-in DC OK signal (MSP-300)

® | ED indicator for power on

® 5 years warranty

H® @ A CB (€

Model No. MSP-100 ‘ MSP-200 ‘ MSP-300
AC input voltage range 85~264VAC; 120~370VDC
Leakage current <300pA ‘ <450pA

AC inrush current (max.)

Cold start, 65A at 230VAC

| Cold start, 70A at 230VAC

DC adjustment range

+15% rated output voltage

Overload | Range

105%~135%

protection

Type

Constant current limiting, auto-

recovery

Over voltage protection

115%~145%

Withstand voltage

|/P-O/P: 4kVAC, 1/P-FG: 2kVAC, O/P-FG: 0.5kVAC, 1 minute

Working temperature

-40~+60°C

-40~+70°C (refer to output derating curve)

Safety standards

ANSI/AAMI ES60601-1, IEC60601-1, EAC TP TC 004 approved

EMC standards

EN55011 class B, EN610