
COMPLIANT IP 20 21W DC12V1914 91
LUMEN LM/W

120°

LED FLEXIBLE STRIPS | LIGHTSHEET

DESCRIPTION

LIGHTING APPLICATIONS

TECHNICAL SPECIFICATIONS Technical drawing

LEDDEX extremely narrow flexible LED strips, with high quality/high power 
time tested 5630 LED by SAMSUNG (66 LEDs per meter). LS-FI66 Model is 
mostly used in lightsheet manufacturing, furniture, accent and other lighting 
installations. warm white and cool white colour temperatures as well as 
custom colours upon request.
*Must be installed on additional heatsink.

Lightsheet
Signage
Accent lighting
Furniture

LS-FI66-X

COLOR (TEMPERATURE,K)

LUMINOUS FLUX, lm/LED

DIMENSIONS, mm

POWER,W/m

PROTECTION CLASS

INPUT VOLTAGE

WARRANTY 

warm white:
neutral white:
day white:
white:

29 lm/LED

~3000K
~4000K 
~5000K
~6500K 

5000 x 5 x 2.5 mm

21W/m

IP 20

DC12V

3 years

PER METER

DC12V POWER SUPPLY
AC230V > DC12V

AC230V

CUT ONLY WHERE
IT IS SPECIFIED

IMPORTANT NOTICE: PLEASE MAKE SURE THE POLARITY OF THE LED STRIP IS CONNECTED CORRECTLY !    

INPUT
VOLTAGE

MINIMUM DISTANCE - 45 mm

2.5mm

LEDDEX, Ltd.   Elektrinės str. 8, Vilnius LT-03150, Lithuania Address  
 Tel./Fax.   Email  Website +370 5 212 7244   info@leddex.eu  www.leddex.eu 
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