
 

1. Electrical Characteristics 

 

2. Reliability 

 Item Test conditions and methods Technical 
requirements 

2.1 Terminal 
strength 

Pull: wire diameter(mm) pulling 
force (N) 
0.35<d≤0.5 5,0.5<d≤0.8 10 

time：10±1 sec 

No obvious 
damage, 
R25 ΔR/R≤±3% 

2.2 Solderability temperature : 245±5℃ 
for 2-3sec 

the coverage area 
should be more 
than 95%. 

2.3 Welding heat 
resistant 

Tin pan temperature ： 

260±5℃， immersion depth 
is apart from the body 

resistance 6mm ， 
time:5±1sec 

R25 ΔR/R≤±3%， 

2.4 Steady humidity 
and heat 

Temp：40℃±2℃， 

humidity：93±2%， 

Time ：500hrs 

R25 ΔR/R≤±3%， 

2.5 Rapid changes 
in temperature 

-30℃30min→25℃5min→1 

25℃30min→25℃5min ， 
5cycles 

R25 ΔR/R≤±3% 

2.6 High 
temperaturę 
storage 

Temp : 125℃±5℃, 
Time :1000hrs 

R25 ΔR/R≤±5% 

2.7 Low 
temperaturę 
storage 

Temp : -30℃, 
Time :1000hrs 

R25 ΔR/R≤±5% 

 

 

 Item Symbol Test conditions Unit Specification 

1.1 Zero Power Resistance at 25℃ R25 Ta=25±0.1℃ Test 
Power≤0.1mW 

Ω 1.5KΩ±5% 

1.2 B-value B25/50 B=[(Ta×Tb)/(Tb-
Ta)]×ln(Ra/Rb) 

Ta=25℃±0.01℃ 
Tb=50℃±0.01℃ 

K 3950±10% 

1.3 Thermal dissipation Coefficient δ In still air mW/℃ about 4.5 

1.4 Thermal time constant τ In still air sec about 20 

1.5 Insulation resistance / 1000V/DC 1min MΩ ≥500 

1.6 Operating temperature / / ℃ -30℃ ～ 125℃ 

1.7 Maximum rated power Pmax / mW 450 

NTCC-1K5 

 



 

 

3. Matters need attention 
 

3.1 This product uses: Temperature measurement and control; 
3.2 When the soldering iron welding, the welding place at least 2 mm 
space from coating layer and the welding temperature should be 
lower than 360 ℃, welding time < 3 ses 

3.3 Storage temp：-10℃ ～ 40℃；storage humidity ：≤75% RH； 
3.4 Avoid air corrosion or sunlight 
3.5 Remake sealed storage after package opening. The storage life is 1 
year. Exceed storage period, can re-inspect per as the items stipulated in 
the standard. If it meets the requirements, it can still be used. 

4. Certificate 

 

4.1 Quality Management System ISO9001：2015 

IATF16949：2016 
4.2 Environment Management System ISO14001:2015 
4.3 Environment Test Report RoHS 
4.4 CQC Safe Certification 
4.5 TUV Certificate 

5. Dimensions(mm) 

 

 

 

 

 

 

 

 

Coating 
material 

Wire 
material 

Body 
color 

Logo 
color 

Epoxy resin CP wire Green Black 

 

 

 

 

 

 

 



 

 

 


