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深圳市像素之光科技有限公司

P1

DMX 2835 single color 

flex led strip 240LEDs/m

S020240BC1DC0

DC24V

240

10

120°

5000x20mm

IP20/IP65

- 25 ~ 60 ℃

FPC

100mm

0.192Kg

19.2W

SMD 2835

W:3000K/4000K/6000K

DMX/TM512AC
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2835 LED chip, 240LEDs/m, double row

DMX IC chip and controlled by DMX controller

Input voltage is DC24V

Flexible PCB, FPC color is white

PCB with 1+2 Oz copper, 20mm width

Standard 5m/roll, length can be customized

/

W:1975lm
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LED flexible strip

Product Description：

Product �Datasheet

Product�Number

Operating Voltage

LED�Qty/M

Pixel/M

Power/M

SMD Type

Color

Control 

Wavelength

Beam�Angle

Size�(mm)

IP Rate

Operation Temperature

Material

Cutting Length

Net Weight/Roll

Luminance/M

Ra

Outline Dimension （unit：mm）

Input Output
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K1000-C
芯片CHIP  模式MODE  速度SPEED

芯片
CHIP

模式
MODE

速度+
SPEED+

速度-
SPEED-

D
C

5
V

-2
4

V

G
N

D
(-

)

D
C

5
-2

4
V

SD 卡 (SD CARD)电
源

灯
(P

o
w

e
r)

状
态

灯
(S

ta
tu

s
)

G
N

D

D
A

T

C
L

K

B A IN
A

IN
B

O
U

T
 A

O
U

T
 B

220/110V AC

24V DC

P2

深圳市像素之光科技有限公司
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IP20 S020240BC1DC0/C1DC24V

IP20 S020240BC1DC0/C2DC24V

3000K

4000K

IP20 S020240BC1DC0/C3DC24V

IP65 S020240BC1DC0/C4DC24V

6000K

3000K

IP65 S020240BC1DC0/C5DC24V 4000K

IP65 S020240BC1DC0/C6DC24V 6000K
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Note: The parameters are subject to change without notice!

Accessories

Schematic diagram of maximum bending prevention

Screw Silicone clip End cap

Correct bending method Wrong way

Strip IP Rate

www.ipixelleds.com
www.ipixelleds.comFPC

FPC

SILICON TUBE

White PCB

White PCB

White PCB

White PCB

White PCB

White PCB

Order number

Wiring diagram

power supply

Connect power every 5 meters

LED flexible strip
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Wrong way
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