
telecom local paired cable 

Telecom (T) local (M) cable (K) with pairs 
insulated in foam PE with thin layer of solid PE 
(Xp) and PE outer sheath, protected against 
wet/with water-proof barrier (Xz), filled with gel 
(w).
Temperature range:
During operation: -40°C to 70°C
Min. installation temp.: -10°C
Min. bending radius: 10xØ
Capacitane unbalance k1 (max): 
500pF/500m - conductors 0,5mm, 0,6mm
300pF/500m - conductors 0,8mm

Conductors: solid copper
Insulation: foam PE with external layer of solid PE
Insulation colours: acc. to the table
Filler: hydrophobic gel
Water blocking tape: COP/AL/COP tape
Outer sheath: PE, black

Cable designed to build telecom local networks, suitable for direct underground installation, as well as in cable ducts as points exposed to 
small mechanical stresses.
Cables classified according to EN 50575 (CPR).
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Conductor insulation colours:

Cable Factory BITNER reserves the right to modify specifications without prior notification.
Note: On customer's request other cross sections or number of cores can be produced.
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6x2x0,6
7x2x0,6
8x2x0,6
9x2x0,6
1x2x0,8
2x2x0,8
3x2x0,8
4x2x0,8
5x2x0,8
6x2x0,8
7x2x0,8
8x2x0,8
9x2x0,8
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7,2
7,9
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9,9

10,7
11,1

73,0
80,5
96,0

105,0
35,5
54,0
70,0
84,5

102,0
111,5
126,0
145,0
159,0

33
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49
10
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29
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49
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68
78
88

RoHS 2015/863/EU

LVD 2014/35/EU

RoHS

CPR

CPR 305/2011

24
months 
warranty

Telekomunikacyjny (T), kabel (K) miejscowy 
(M) z wiązkami parowymi, o izolacji z 
polietylenu piankowego z cienką warstwą 
polietylenu jednolitego (Xp), w powłoce 
polietylenowej z zaporą przeciwwilgociową 
(Xz), wypełniony żelem (w).
Zakres temperatury:
Podczas pracy:  -40°C do 70°C
Min. temperatura układania: -10°C 
Asymetria pojemności między torami 
macierzystymi k1 (max): 
500pF/500m - żyły 0,5mm i 0,6mm
300pF/500m - żyły 0,8mm
Min. promień gięcia: 10xØ
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