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REVISIONS

REV. DESCRIPTION DATE APPROVED

A ENGINEERING RELEASE 12/15/2023 A.V.
NOTES:

LIGHT PIPE AND ADAPTER SHIPPED UNASSEMBLED.1.
MATERIAL: 2.
* LIGHT PIPE - SILICONE.
* ADAPTER - NYLON 6/6, 94V-0, BLACK.

      3.   SEE PAGE 2, TABLE 2 FOR ADAPTER UTILIZATION.

SILICONE LIGHT PIPE 
PART NUMBER CONFIGURATION

UHF5-X.XXX-X-67

LENGTH (L)
SEE TABLE 1, 

PAGE 2

IP67 RATING
ADAPTER, 

SEE TABLE 2, 
PAGE 2
Y = YES
N = NO

.295IN 7.5mm SQUARE
.213IN 5.4mm SQUARE

DETAIL A
SCALE 4 : 1

LIGHT PIPE
SILICONE

ADAPTER .083IN 2.1mm

.219IN 5.6mm
LENS

RECOMMENDED LIGHT PIPE MOUNTING HOLE
PANEL THICKNESS: 0.063" - 0.100"

AREA
LED MOUNTING

RECOMMENDED ADAPTER MOUNTING HOLES

.256IN 6.5mm

A

 LENGTH (L) 

.191IN 4.8mm

 LENGTH (L) 



R1.91IN 48.5mm

2.7mm.107IN

L=1.500IN 38.1mm

.191IN 4.8mm

L=.500IN 12.7mm

PCB

TABLE 1 - LENGTH (L)*
ASSEMBLY PART NUMBER LENGTH (IN.) TOLERANCE (IN.)

UHF5-0.250-X-67 .250 [6.4mm] ± 0.005UHF5-0.500-X-67 .500 [12.7mm]
UHF5-0.750-X-67 .750 [19.1mm]
UHF5-1.000-X-67 1.000 [25.4mm]

± 0.010UHF5-1.250-X-67 1.250 [31.8mm]
UHF5-1.500-X-67 1.500 [38.1mm]
UHF5-1.750-X-67 1.750 [44.5mm]

± 0.050

UHF5-2.000-X-67 2.000 [50.8mm]
UHF5-2.500-X-67 2.500 [63.5mm]
UHF5-3.000-X-67 3.000 [76.2mm]
UHF5-3.500-X-67 3.500 [88.9mm]
UHF5-4.000-X-67 4.000 [101.6mm]
UHF5-4.500-X-67 4.500 [114.3mm]
UHF5-5.000-X-67 5.000 [127.0mm]
UHF5-5.500-X-67 5.500 [139.7mm] ± 0.100UHF5-6.000-X-67 6.000 [152.4mm]

TABLE 2 - ADAPTER AVAILABILITY (Y/N)
LENGTH (IN.) ADAPTER

.250 - N

.500 Y N

.750 Y N
1.000 Y N
1.250 Y N
1.500 Y -
1.750 Y -
2.000 Y -
2.500 Y -
3.000 Y -
3.500 Y -
4.000 Y -
4.500 Y -
5.000 Y -
5.500 Y -
6.000 Y -

UHF5-0.500-X-N-67 UHF5-1.500-X-Y-67

MINIMUM BEND RADIUS:
10X LIGHT PIPE DIAMETER

SAMPLE PART NUMBERS

* CUSTOM LENGTHS WITHIN .100" [2.5mm] AND 6.000" [152.4mm]
INCLUDING mm LENGTHS, AVAILABLE UPON REQUEST.
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